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Guns...and butter too... 


ICTORY, in today’s wars, goes to those nations that can best 

feed all of their people . . . building high morale, providing 
strong industries to manufacture the best in arms and the best in 
armies. 
There are no non-combattants in these wars. The bombings of in- 
dustrial plants, and of non-industrial peoples, in Poland, Belgium, 
France and now in England, bear tragic witness to this fact. More- 
over ... the efficiency and effectiveness of armed forces can be only 
as great as the efficiency and effectiveness of the industrial organiza- 
tions back of them. 
“Food for Defense” . . . this must be a vital part of our own program 
in this country. As the Canners Convention in Chicago (Jan. 20-24) 
so aptly phrased it, “Factory Whistles are Bugles Too.” 
We must increase the efficiency and effectiveness of our food plants 
_.. that our entire people may greatly increase the efficiency and ef- 
fectiveness of our whole defense program. 
It’s not merely a national problem . .. it’s a problem every individual 
food manufacturer must meet. Posters in the exhibit halls at the 
Canners Convention warned visitors, ‘““You cannot do today’s job... 
with yesterday’s methods 

. . and be in business to- 

morrow.” (See poster at 
right.) 
And just as new equipment 
developments were present- 
ed in those exhibits, so in 
this issue of FOOD EQUIP- 
MENT PREVIEW you will 
find new machines, new 
products, new appliances of 
immediate, practical help to 
you. 
As you look through this is- 
sue and find something of 
interest, you’ll find it easy to 
get more information. Just 
turn to pages 12-13 ... on 
the “product information re- 
quest form” check the items 


that interest you . . . send 
(Continued on last page) 
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PRODUCTS 
APPLICATIONS 
PROCESSES 


The Editors’ 


—interesting items selected by The 
Editors in preparing this issue. 


Pulper — Instant adjustment for pomace 
while in operation. For tomatoes, pump- 
kin, citrus fruits, apple butter, baby foods, 
etc. Low power consumption, large ca- 
pactiy, fully enclosed eliminating air en- 
a product. See item FEP 372, page 


Flat Top Chain Belt—For conveyor serv- 
ice in food packing and bottling. Accurate 
pitch, smooth operation, high resistance 
to corrosion. Smooth performance avoids 
pile-ups or tipping of products. Easy to 
clean ... there are no “pockets.” See 
item FEP 270, page 6. 


Dowtherm Vaporizer—For supplying heat 
to cooking kettles, deodorizing vegetable 
oils, distilling fatty acids, ete. Affords 
supply of vapor phase heat transfer me- 
dium at very low presure. Low cost heat 
transfer. Easy temperature control. Ab- 
solute uniformity of temperature through- 
out batch. No scorching. See item FEP 
276, page 3. 


Electric Closing Unit for Filter Presses— 
Eliminates hydraulic valves. Applied to 
existing filter press installations without 
heavy expense or making extensive alter- 
ations in equipment. Simplicity of device 
makes equipment “foolproof.” See item 
FEP 264, page 5. 


Spectrophotometer — Instead of filter 
glasses instrument uses spectrum grating 
with range from 300 to 800 millimicrons. 
For quantitative analyses through trans- 
mittance or fluorescence measurements 
under mazda or ultra violet light. Low 
wattage light source can be used from 
oo or transformer. See item FEP 294, 
page 11. 


Balanced Hydraulic Hand Lift Truck — 
Cuts lifting effort about two-thirds. For 
continuous, heavy-duty service. . . capac- 
ities of 3,500, 5,000, 6,000 and 8,000 
pounds. Hydraulic lifting unit is self- 
contained and wholly enclosed. No needle 
valves to get out of order. Automotive 
type piston and rings assure maximum 
pump pressure at all times. Unit 
provides controled lowering of loads. See 
item FEP 305, page 12. 


Complete Product Directory—Page 2. 
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One-third more capacity on 


Perfect Circle Sifters--- 


Customers write us that they are getting 
as much as one-third more capacity on this 
sifter with the true circular motion that 
keeps material spread evenly over entire 
screen area than they did on end-shake 
sifters. Why buy larger machines than 
necessary? sk for details on the Perfect 
Circle. 


SPROUT, WALDROW cz. 


180 SHERMAN 8ST. MUNCY, PA. 


CRUSHING, GRINDING, GRADING, PACKING, ELEVATING 
CONVEYING, MIXING ANO POWER TRANSMISSION MACHINERY 





When inquiring specify FEP249 . . . see information request blank, pgs. 12-13 


Bulletin D-12 has the 
whole story on the Model 
HS WORLD Automatic 
Straightaway Labeler. May 
we send you a eopy? 


Which is Your WORLD? 


From the WORLD'S most complete 
line of Automatic and Semi-Auto- 
matic Labelers these two stand out as 
WORLD'S finest for a broad variety 
of food package labeling. 


The Model HS WORLD Automatic 
Straightaway Labeler meets quantity 
production schedules on round, 
square, oval, panel, or flat bottles, 
flasks or other containers. It ap- 
plies front labels or front and back 
labels. 


The Model CH WORLD Semi-Auto- 
matic Labeler applies single labels to 
any type of container from ampoules 
up to 4” in diameter. Label sizes 
range from ¥% of an inch to 6% 
inches square. 





Bulletin CH-12 contains 


complete information on For complete specifications and quota- 
a “—_ tions simply send us samples of your 
4 Write for it. labeled containers. 





When inquiring specify FEP260 . . . see information request blank, pgs. 12-13 
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FOOD EQUIPMENT PREVIEW 


DIRECTORY ... 


.. of products in this issue 


You will find listed below the names of products and new 
literature items described in this issue, with page refer- 
ence on each. 









Product Page Product Page 
Agitetors, Air-Motored. ...... 18 Magnets, Safety Spout .......... 17 

TI cxsvciccatnnpenseivase .23 Magnifiers & Readers ..........15 
Applicator, Pressure .13 Meter, Liquid Level .............. 11 
And Dy shia siededbieionulacsauieasandae 13 ES, BIT seiincientereeses 6 


Mill, Steel Hammer .............. 

Mixer, Jacketed Syrup 4 

Battery: Rechargeable SE eee 5 
Fl ight ‘ 


Bearings, Oilless ........ 
Belt, Flat Top Chain 
Belt Treatment ........................ 3 Motors, Multi-S a 
Blower, Positive Displace ..15 Multi-Wash System ..... 21 
Washing Solution Check .... 9 

Brine Testing Set ..................1 





Canning Equipment ............... 14 Paint, Zinc Dust .................... 16 
Centrifugal, Suspended ......4 Photometer, Electronic ......10 
Chains, Conveyor ................23 Pipe, Low Pressure 14 
Cleaner, Alum. & Tin Plates, Filter Press ....... 








Cleaning Compound Te a Platform, Steel Skid . 
Coating. Rubber Floor ........ 8 d i 
Control, Electronic Level. 9 — wysometer “" 


Pump. Hoiler Feed... 18 
Pump Materials, Selecting 16 
Pump, Sanitary ................ = 17 


Pumps 
Pumps and Fittin, 
Pump, Vacuum ...... 


Controller, Feed Water ...... 
Control, Variable Speed .. 
Conveyors ... ; 
Counter, Magnetic . 
Cutter, Steel Strap . 








SOmom 



















Diffuser, Cold Air .................. 3 
Diffuser, Liquid soe Rack, Display .........-..:..::....-- 20 
Drain, Automatic Water ....22 Recorders, Controllers 
eee 15 Reducer, Speed ................----.-+-- 
EL, CMMI  dettrecninseteciesonseussssinéen 14 Resurfacer, Floor ...... 

Rust & Scale Removal 
Se Fete esis pea... Sanitation, Meat Plant ........ 13 

F oT oo TI iaieadcasnienshsessietsiensnantieely 

| ew sreyention ae ; zo 
Feeder, Automatic Scale...... 8 creens, rating ....10, 19, 
Feeder. Vibrator ....................23 Sealer, Carton ...........-...-css0 23 
Feeders. Chlor-O .................... 3 Seals, BE caeeeseeeesceeeeeeeeeneenennen 17 
Filter, Horizontal-Plate ...6, 8 Sifter .................... “42 
Filter Press Closing Device 5 Spectrophotometer . ) il 
Filter Presses .................. 18, 23 Steel, Nickel-Clad 17 
Fire Gun, Low-Priced ..........15 Stoker ............... 14 
Fire Observation Port .......20 eet Ad) rary “7° 
Piece Conditioner .......... Switch, Explos-Proof ......... 24 
Gasket Handbook .................. 
Gauge, Plastic Cover ............ Tygemomeees , 
Germicidals, Cleansers Th CO oven "10° 18 
Gloves, White Neoprene ......10 on eee Wn 12 
Grain Cleaning Equipt......... 16 Tires, Pneuma "47 









Tools, Pipe ........... eisai 
Handling Material ................ 16 Tools, Portable Electric........18 
Heaters, Unit ............14, 15, 19 NR: MII cccssiaicnssanasnestpncaie 21 
Humidity Instruments ........ 9 Truck, Barrel & Drum ........21 

Truck, Hydraulic Litt 13 
Instruments, Milk ................11 a oo 
Insulation, 1500 Deg. ............18 Trucks, Steel Frame ..............14 
Joint Sealing Compound ....20 Valves, Solenoid ...................... 10 

Vaporizer, Dowtherm ........... 3 
Kettles, Jacketed ...............-.... 19 V-Belt Data ............5, 14, 17 

Washfountains ..........................18 
ls 2 Washroom Planning ............17 
Lighting, Fluorescent ..........15 Waste Fluids Profits ............14 
Locker, Frozen Food ........ 14 Weigher-Packer ................4, 13 
Lubricants, Selecting ..........15 Wheels, Rubber Tired .......... 17 
RII cds scceascasteccinaresnommenin: Wrenches, Pipe ...................... 12 





Edible Liquid 
Emulsifying Agent 


Uses—For use in food products where primary factors are 
edibility, non-toxicity and purity. Also has uses in drugs 
and pharmaceuticals such as cosmetics, mouth washes, etc. 
Description—Material is known as “WF-125.” It is a 
slightly hygroscopic, self-emulsifying oil, which is soluble 
in alcohol and miscible with mineral and vegetable oils, 
glycerine, and hydro-carbon solvents in all proportions. 
Maker states that it has been approved. 

THE BEACON CO., Dept. FEP, 89 Bickford St., Boston, 
Mass. 


When inquiring specify FEP261 . . . see information request blank, pgs. 12-13 
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DEMANDS THE 
RIGHT CLEANER! 


There is no single compound for all cleaning 

jobs. Economy, speed, effective cleaning, 

safety and quality of products demand cleaners 

a made to the particular requirements of 
e job. 


MAGNUS CLEANERS 


are scientifically developed to do a definite job 
on specific cleaning — in food plants. 
There is a Magnus Cleaner to do your daily 


TELL US stoning bases, quicker mn! shore. =. = 
a few of the many specialize agnus 
WHAT You Plant Cleaners: lies - 
HAVE TO 
CLEAN Smoke-house cleaners; materials for pasteur- 
izers and other milk plant equipment; cleaners 
We will be glad te for pie pans, banana ripening vaults, candy 
show you what the kettles, deep fat fryers, cheese vats, filter 
Syeae Sioa oe cloths, edible oil drums; milkstone remover. 
de & weed ook Investigate the Magnus line of food plant 
and cut cests. cleaners. 


MAGNUS CHEMICAL CO., INC. 
Manufacturers of Gesning Materials, Industria! Soaps, Metallic 
posse, Cemenstes Oils, ulsifying Agents and Metal Working 


173 South Avenue Garwood, N. J. 





When inquiring specify FEP262 . . . see information request blank, pgs. 12-13 


Company's comin’ . . . the store’s closed . . . and 
there’s only half a loaf of bread in the house! That's 
a terrible predicament for any housewife te be in. But TRI-CLOVER 
it’s mot half as bad as te have a whole, big $100,000 in- 

stallation of new equipment in your plant STOPPED 
« « + berause of the lack of just one little $1.90 stainless 
steel fitting! For that’s what cuts into your net profits “THE 

in a HURRY! 

And that’s why we keep saying . . . over and over 

again . . . buy all Stainless Steel, Trialloy and Nickel- 

plated Bronze Sanitary Fittings and Pumps from TRI- o9 
CLOVER . . . we carry the only COMPLETE line. LINE 

New endl cmtntire spe ¥ pokiiees TOSheves 

Stainless Steel, Trialloy and Nickel-plated Bronze Sani- 

tary Fittings and Pumps are being constantly added to Pioneer Manufactur- 
the already wide selection now carried im stock. Take org of Stainless Stee! 
advantage of this important service when you plan your 

next installation. Fittings and Pumps. 


Write for name of nearest jobber 


TRI-CLOVER MACHINE COMPANY 


P. 0. Box tit KENOSHA, WISCONSIN 


Lie Suede Sa UE TE MIS GT ETE IED IO SS MIS ES 
When inquiring specify FEP263 . . see information request blank, pgs. 12-13 
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When inquiring specify FEP265 .. . 
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CLING-SURFACE 
BELT TREATMENT 
MAKES BELTS PULL 
RUNNING SLACK 
CONTAINS NO 
ROSIN OR PITCH 
COSTS LITTLE... 
SAVES MUCH 





DO THIS NOW and 
GET MORE POWER 
THROUGH BELTS... 


Cut Out Slip... 
Reduce Shutdowns 


FREE TRIAL OFFER 


Are you wasting power, time and labor due to tight- 
running belts? They cause bearing strain, break-downs, 
excessive operation cost. Stop this trouble in 30 days 
with Cling-Surface Belt Treatment. 

CLING-SURFACE BELT TREATMENT 
Penetrates ...Waterproofs...Lubricates 
Thirty days after initial application shows amazing reduc- 
tion in belting interruptions. No clogging or drying out. 
Made by Largest Exclusive Liquid Belt Treatment 
Manufacturers in U.S. A.—Used world over | 
We make this one product only, scientifically developed 
to save you belt trouble and operation cost by putting 

“——a=a=a=m=— new life into belts, permitting slack 
1 Send for FREE § running. Write for sample: 
| Trial of | CLING-SURFACE CO. (Since 1896) 
1 CLING-SURFACE | 1045 Niagara Street, Buffalo, N. Y. 
1 | ..End Belt | RUN BELTS SLACK and \ 


{ x 
T Save Power—Use 
i Troubles NOW! | ¢1ING-SURFACE 


When inquiring specify FEP254 ... 
een, eens 








see information request blank, pgs. 12-13 





CHLOR-0-FEEDERS 
PROVIDE SAFE HYPO- 
DCR CHLORINATED WATER 






for 


DAIRIES — washing all dairy equipment in 
sterilized water saves time and money. 


CREAMERIES — keeping quality determina- 
tion tests prove advantage of using 
chlorinated butter wash water. 


BOTTLING PLANTS — use chlorinated water 


to prevent clouding; 
sparkle needed. 


CANNERIES — spoilage count greatly reduced 
when can wash water is chlorinated. 


gives beverage 


Write for specific details and 
plant layouts, address 


% Proportioneers, Inc. % 


41 Codding Street, Providence, R.1. 





see information request blank, pgs. 12-13 
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Dowtherm Vaporizer 


Supplies Vapor Phase Heat Transfer Medium At 
Very Low Pressure 
Uses — For supplying heat to 
cooking kettles, deodorizing 
vegetable oils, distilling fatty 
acids and many other uses re- 
quiring heat. 
Features—Major feature of the 
vaporizer is that it affords a 
supply of vapor phase heat 
transfer medium at very low 
pressure. Equipment offers low 
cost heat transfer, ease of tem- 
perature control, absolute uni- 
formity of temperature through- 
out a batch, elimination of 
scorching, etc. 
Performance — Steam is most 
logical heat transfer for low 
temperature operations as it is 
a vapor medium which affords 
very rapid rates of heat trans- 
fer without danger of local 
overheating. But to get a temperature of say 500 deg. F. 
with steam would require a pressure of several hundred 
pounds. This high pressure makes it impractible to use 
high pressure steam because the cooking vessel, piping, 
valves, etc., must all be built for extremely high pressure. 
With Dowtherm vapor, pressure at 500 deg. vapor is 
atmospheric. It is suitable for use up to temperatures 
as high as 650 deg. F. at which point pressure is only 
53.7 lbs. gauge — an easy pressure to handle in all 
equipment. 
Description—The vaporizer is of the vertical, fire tube 
type. It can be furnished for use with either gas or oil as 
fuel. Each unit is complete with gas or oil burner, com- 
bustion chamber, hood, special steel pop safety valve, 
steel liquid level gauge with mica windows, high tem- 
perature pressure gauge, automatic vapor pressure con- 
trol, combustion safety equipment, etc. As general rule, 
only equipment required is the heating or cooking vessel 
and the vaporizer. No pumps, traps, etc., are generally 
required. 
ECLIPSE FUEL ENGINEERING CO., Dept. FEP, Rock- 
ford, Til. 
When inquiring specify FEP266 . . 


Cold Diffuser Unit 


Compact, Suspended-Type For Product 
Refrigeration 


Uses — Cold diffuser is 
a forced air cooling unit 
for refrigeration appli- 
cation. It is designed 
for maintenance of pre- 
determined tempera- 
tures, humidities and 
air circulation in volume 
and direction. 

Features — All units are 
designed for suspended 
mounting to save floor 
space. Adjustable air 
grille permits directional control and diffusion of air. 
Unit has built-in heat interchanger. Over-size drip pan 
prevents condensate from dripping on floor or into 
products being processed. 

Description — Unit includes a propeller type fan and 
fan motor, two-way adjustable louvre type discharge air 
grille, cooling coils, suction-liquid refrigerant heat inter- 
changer, expansion valve and condensate drip pan. Equip- 
ment is offered in six sizes, available for “Freon 12” or 
methyl chloride systems. Four sizes are available for 
ammonia or brine systems. Bulletin CR-157 REV. has 
complete specifications. 

CARRIER CORP., Dept. FEP, Syracuse, N. Y. 

When inquiring specify FEP267 . . . see information request blank, pgs. 12-13 





. see information request blank, pgs. 12-13 
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REDE 
CONVEYIN 


REDLERS MOVE 


... MEANS: 


MATERIALS IN 4 








CONTINUOUS BULK 


REDLERS handle 

ly any puly- 
erized, granular, 
small lump and 


flaky material. Here 
are a few of many 
shapes. 


Horizontal— 
i et 





Bulk Materials Moved 
In Any Direction, In 4 
Usual Space. One Unit 
Conveys-Elevates. Elim- 
inates Feeders, Deep 
Elevator Pits. Multiple 
Feed and Discharge. 


Bulk processing materials, 
food materials and coal are 
all ideally suited to the 
many available REDLER 
shapes. (Over 12,000 suc- 
cessful installations). 
And when an S-A Engineer 
recommends the REDLER 
you can be sure his recom- 
mendation is unprejudiced 
- ,.. for S-A has long been 
and still is a leading manu- 
facturer of other Material 
Handling Equipment. 


The patented 
REDLER en 
masse princi- 
ple moves ma- 
terials in their 
own bulk, 





A SIMPLE REDLER 
LOOP BOOT ELEVA- 
TOR INSTALLATION 















4 without void 
spaces. 
Find Out How You Can 


Save With REDLERS— 


You can see from new RED- 
LER Catalog No. 140 how 
each of the many REDLER 
shapes moves bulk mate- 
rials. How others take ad- 
vantage of REDLER designs. 
Also engineering informa- 


MA AQAA SSS SN 





_ 






“i128 





iG 










Hk | tion and list of repre- 
j XY sentative f . 
ln materials 
7 handled. 
Write for 






your free 
copy now! 
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When inquiring specify FEP268 . . . see information request blank, pgs. 12-13 
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GROCERY WAREHOUSE 
STACKS TO THE CEILING WITH 


BAKER TRUCKS 


@ If you need more storage space, you can get it immediately, with- 
out adding floor space, with a Baker Telescoping Fork Truck. Besides 
making available every foot of space to the ceiling, this truck saves 
loading and unloading time, cuts handling costs, and protects 
merchandise by eliminating individual handling of cartons. 


Baker Tilting — 
Telescoping Fork 
Truck in service at 
the warehouse of a 
large grocery chain. 


BAKER INDUSTRIAL TRUCK DIVISION of the Baker-Raulang Co. 


2177 WEST 25th STREET + + + CLEVELAND, OHIO 
1-F 


+ see information request blank, pgs. 12-13 


When inquiring specify FEP259 . . 








Za”. ‘ I Cost 
You ~~ up production with Taber 
Vertical Pumps because they are 
sturdily built to operate longer than 
ordinary pumps. No shutdowns due 


to mis-applied pumps; Taber Pumps 
fit your particular job. 


You save money using Taber Vertical 
Pumps because they're built for per- 
formance, which means economy in 
production operation expense. For 
example: stuffing boxes are kept out 
of the liquid and interruptions for 
repacking are practically eliminated. 


Send for Taber Bulletins V-735 and 
V-837. Read how these pumps can 
serve your set-up. 


TABER PUMP CO, (Established 1859) 
322 ELM ST. 5304 BUFFALO, N, Y. 


Protect Your Production 


Schedule with TABER Pumps 





When inquiring specify FEP260 . . . see information request blank, pgs. 12-13 
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Weigher-Packer 


One Operator Unit Handles 30 Dozen Per Hour 


Uses—For weighing 
and filling dry food 
products into cello- 
phane bags and 
other containers, in- 
cluding such prod- 
ucts as beans, cer- 


eals, coffee, corn 
meal, cracked 
wheat, cut maca- 
roni, farina, lentils, 
nut meats, peas, 
rice, rolled oats, 
soup mix, tapioca, 
etc. 


Features—This Jun- 
ior Model machine 
is self-cleaning; has 
interchangeable fill- 
ing spouts; offers 
simple, quick ad- 
justment, and has only one dial. Maker states that one 
operator can weigh, fill and close bags of grocery staples 
at rate of 30 dozen per hour. Machine offers the advan- 
tages of less loss of products from over-weight packages, 
freedom from short weight, more sanitary handling, bet- 
ter looking packages for better sales. 

Description—Machine is known as the “Elec-Tri-Pak, 
Junior Model.” Range of unit is from 1 ounce to three 
pounds, and production is from 6 to 12 weighings per 
minute. Accuracy is exact to % oz. Overall height is 
61” and stand height is 29”; occupies 14%’ by 2%’ of floor 
space. Machine consists of three parts: (1) packaging 
mechanism; (2) stand; and (3) tape dispenser (carries 
tape for sealing bags). Nos. 2 and 3 are optional equip- 
ment. Packaging mechanism consist of hopper for prod- 
ucts; electrically vibrated feed plates which discharge 
product to container; and an automatic switch (attached 
to balance scale) which stops discharge when package 
reaches desired weight. Operator slips empty bags under 
spout and bags are held in place by clip controlled by 
foot lever. Operator removes filled bags and seals them. 


TRIANGLE PACKAGE MACHINERY CO., Dept. FEP, 
917% N. Spaulding Ave., Chicago, Ill. 
When inquiring specify FEP261 . . . see information request blank, pgs. 12-13 


eoecceemen, omeneeenesnes 


Speed Reducer 


Reduction Unit Mounts Directly On Shaft (Like 
Usual Pulley); Requires No Special Foundation 





Features — 
Shock - absorb- 
ing action of 
primary belt 
drive complete- 
ly protects 
gears from 
shock loads, 
thus prolonging 
life of unit. 
Necessary 
maintenance is 
confined to in- 
frequent lubri- 
cation. Maker states overall efficiency of drive, when 
equipped with Tension-Control motor base, closely ap- 
proximates 98%% efficiency of reduction unit itself. 
Standardized design and simplified installation permits 
low installed cost. 

Description — Equipment consists of two major elements: 
(1) a helical-gear reduction unit which mounts directly 
on the shaft of the driven machine and (2) a standard 
belt drive between motor and input shaft of the re- 
duction unit. Unit itself has a standard, fixed ratio of 
13 to 1, any greater or lesser ratios being accomplished 
by the primary belt drive. For example, where an over- 
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all reduction ratio of 52:1 is desired, belt drive is selected 
with a ratio of 4:1. Five reduction units, each with same 
13:1 ratio, cover all applications from % to 30 H.P. 
Therefore, any desired speed between 11 and 215 R.P.M. 
can be provided with standard, “stockable” equipment. 
For speeds lower than 11 R.P.M. special reduction units 
can be assembled. Complete catalog is available. 


AMERICAN PULLEY CO., Dept. FEP, 4275 Wissahickon 
Ave., Philadelphia, Pa. 


When inquiring specify FEP262 . . . see information request blank, pgs. 12-13 


“Suspended” Centrifugal 


Special Mounting Eliminates Damaging Periodic 
Vibration 


Uses — For filtering 
a solid from suspen- 
sion; draininga 
solid by removal of 
adhering liquid; de- 
hydrating a solid by 
displacement of 
liquid by a miscible 
solid; thickening a 
suspension by par- 
tial removal of 
liquid; separating 
an unfilterable, gel- 
atinous material 
from a liquid; clar- 
ifying a liquid by 
throwing finely di- 
vided solids out of 
suspension. 
Features — Vibra- 
tion is controlled by 
Aperiodic Mount- 
ing. Spindle and bearing assembly and the basket and 
its load are so supported that they are free within safe 
limits to find their own center of rotation. This type of 
mounting eliminates damaging periodic vibration due to 
unbalanced loading. 

Operation — Material to be processed is dumped or 
poured into basket while it is stationary or rotating at 
slow speed. Liquid is thrown off into outer case and 
flows from machine. Operator then stops basket and 
finishes the cycle by opening plate valve in bottom and 
dumping out treated solids. 

Description — Machine consists of a driven basket en- 
cased in a stationary curb and suspended by a bearing 
head supported within a rigid steel frame. Various 
types of baskets are available for different materials to 
be processed, and are made of various metals. Both 
basket and case can be coated or lined with tin, hard 
rubber, lead or other substances when required. An 
automatic timer is available for operating direct motor 
driven centrifugals. Machines can be equipped with a 
mechanical unloader to speed up operating cycle; oper- 
ator merely pushes button and handwheel brings a 
plow into contact with the load. 

AMERICAN MACHINE & METALS, INC., Dept. 
East Moline, Il. 

When inquiring specify FEP263 . . 





FEP, 


. see information request blank, pgs. 12-13 


Have You a “‘New Solution’’? 


If you have recently solved a problem in any line 
of food manufacturing, through a new application 
or new use of your regular products, The Editors 
invite you to submit the facts for publication in this 
department... in over 30,000 copies. 


In submitting your “solution” please be sure to give 
the pertinent facts of (a) the problem, (b) just what 
was done and (c) what the results were. 


Send to Editors, FOOD EQUIPMENT PREVIEW 
737 N. Michigan Ave. Chicago 
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Electric Closing Unit 


For Filter Presses 
Usual Hydraulic Valves Are Eliminated 


Uses — Electrically- 
operated hydraulic 
closing device can 
be applied to exist- 
ing filter press in- 
stallations without 
heavy expense or 
making extensive 
alterations in the 
equipment. On 
maker’s filter press- 
es, a substitution of 
the cross head is all 
that is necessary to 
make the change. 
Features—The usual hydraulic valves are eliminated. 
Extreme simplicity of device makes the equipment “fool- 
proof” in operation. Nearly all operator effort in closing 
the press is eliminated. Controlled travel of hydraulic 
piston is possible to extreme position in either direction. 
Filtration cycle is speeded up. 





Operation—As shown in cut, press is fully controlled by | 


adjustments at only two places. To open: handle A is 


moved forward. Locknut B is loosened by unspinning | 
about two turns. Filler block is then swung upward, and | 
movable head is pulled back into open position. To close | 


press: head is pulled forward to contact plates and frame. 
Filler block is then dropped into place. Controller handle 
is moved forward, press is squeezed to desired pressure 
as shown on indicating gauge and locknut is spun into 
tight position. Hydraulic medium used is oil, operating 
in a closed circuit and not exposed to atmosphere. 


D. R. SPERRY & CO., Dept. FEP, Batavia, Illinois. 
When inquiring specify FEP264. . 


a 


22 Quart Mixer 


Four Speed Mechanism Shifts Without Stopping | 


Motor 


Uses — For mixing batches 
of materials in small quan- 
tities. 

Features — Unit has four 
sn-eds controlled by one 
lever, and shifts from one 
speed to another can be 
made without stopping the 
motor. Has simple operat- 
ing automatic timer to give 
uniform mixing of separate 
batches and to release oper- 
ator for other duties. Has 
adapter for 12 quart bowl— 
does double-duty and elimi- 
nates need for extra, small- 
er mixer. 

Description — Mixers are 
made in two models — bench and floor types. Both types 
use 4 H.P. motor; standard equipment is one bowl and 
two beaters. Floor type is 48%” high with base 1914” 
by 19”. Bench type has same size base, but height is 
283%4”. V-belt is used for first speed reduction to elimi- 
nate noise. Motor and all working parts fully enclosed. 
Planetary designed for quick removal. Sealed construc- 
tion of gear case prevents oil leakage and cup shape of 
planetary prevents any leakage into mixing bowl. Beat- 
ers have simple, positive locks and cupped tops. Several 
special types of beaters available. Bulletin 4140 avail- 
able. 


REYNOLDS ELECTRIC CO., Dept. FEP, 2650 West Con- 
gress St., Chicago, Ill. 


When inquiring specify FEP266 . . 
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The Gates Vulco Ropes on these 
ice machines (Heidelberg Brewing 
Co., Covington, Kentucky) were cov- 
ered with water throughout the 1937 
Ohio River Flood. It was naturally 
expected the belts would have to be 
replaced. Instead, after being cleaned 
off, and put back, they were still giv- 
ing good service a year later when 
this picture was taken. 


What Happens 
Aiea ee) 
V-Belt Bends 













; If You Care About 
Operating COSTS 


et MAKE ™'!s TEST 


In two minutes you can prove for yourself a simple fact that will reduce your V- 
belt costs and power costs. 


Pick up any V-belt. Bend it as it bends when it goes around its pulley. As the 
belt bends, grip the sidewalls with your fingers. You will feel the sides of the belt 
change shape. If the belt you are testing were built with straight sides, the bending 
would force those sides to bulge out—as shown in figure 1. (upper left). 






Now make this same test with a belt that is built with the patented concave side. 
You will again feel the sides change shape with this important difference: The con- 
cave side becomes perfectly straight. This belt, when bent, takes a shape that exactly 
fits its sheave groove (see figure 2). 


Here are the savings. First: no outbulge of the sides means uniform sidewall 
wear—longer life for the belt. Second: The full side of the belt uniformly gripping 
the sheave wall will carry heavier loads without belt slippage—a saving in belt wear 
and also in power! 


The Gates Vulco Rope is the only V-belt built with the patented concave side. 


THEE GATES RUBBER COMPANY 


Engineering Offices and Stocks in All Large Industrial Centers 


IVES 


LOS ANGELES, CAL. DENVER, COLO. 
2240 E. Washington Bivd. 999 South Broadway 


SAN FRANCISCO, CAL, 
2700 léth Street 





HOBOKEN, N. J. 
Terminal Building 


DALLAS, TEX. 
2213 Griffin Street 


BIRMINGHAM, ALA, 
1631 Ist Ave., South 


PORTLAND, ORE. 
333 N. W. 5th Avenue 


When inquiring specify FEP266 .. . see information request blank, pgs. 12-13 














7 FACTS ABOUT 
LUBRIPLATE 


1. Produces ultra-smooth, 
wear-resisting bearing sur- 
face. 2. Reduces friction 
— lowers maintenance and 
power costs. 3. Resists 
rust, corrosion, pitting. 
4. Assures clean lubrica- 
tion. &. Outlasts ordinary 
lubricants many times. 
6. Economical — a little 
goes a long way. 7. Avail- 
able in fluid and grease 
types for every need. 


Let LUBRIPLATE prove itself 
on the job that is giving you the 
most lubrication trouble. 


Write For Demonstration 
At Our Expense 


There is a LUBRIPLATE field 
engineer near you. Write us and 
we'll have him call on you. Then, 
give him the toughest lubrication 
problem yow have. He will give 
you a trial quantity of the proper 
of LUBRIPLATE. The re- 
ts will convince you that 
LUBRIPLATE is a better lubri- 
cant. 






















LUBRIPLATE DIVISION 
FISKE BROTHERS REFINING COMPANY 


NEWARK, W. J. TOLEDO, OHIO 
Dealers from Coast to Coast 






LUBRIPLATE~ 


THE MODERN LUBRICANT a 
THAT ARRESTS PROGRESSIVE WEAR 


alt 


When inquiring specify FEP267 . . . see information request blank, pgs. 12-13 


“SURE CURE 


FOR FILTERING PROBLEMS! 


SAVE poy filtering 
syrups, fruit juices, vinegar, 
soft drinks and deep-frying 
fats. The new Sparkler Filter 
for food manufacturers is a 
sure cure for filtering head- 
aches. 

Sparkler gives 
you greater 
speed — better 
quality — clari- 
fies and re- 
moves all sus- 
pended matter; 
cleaner opera- 
tion — filter 
plates enclosed, 
no leaking to 
outside; easy 
cleaning of 
equipment; 
greater econ- 
omy. Portable, 
mounted on rubber casters. Compact, requires little 
floor space. Plugs into light socket, ready for use. 
Sperkler filters are available in all-stainless steel for fruit 
juices; in all-iron for deep-frying fats; and in all-bronze 
‘or syrups. Capacities up to 10,000 g.p.h. 





RS 










Write for Complete Details. 


SPARKLER Manufacturing Company 


1217 WEBSTER AVENUE, CHICAGO, ILLINOIS 
When inquiring specify FEP268 . . . see information request blank, pgs. 12-13 


SPARKLER Horizontal-Plate FILTE 
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Pellet Mill 


Small Mill Uses Limited Floor Space 


Uses — Junior 
model for eco- 
nomic produc- 
tion of pelleted 
feedstuffs. 


Operation — 
Pre-mixed ma- 
terial to be pel- 
leted is spouted 
into a variable 
speed feeder, 
which insures 
an even flow of 
feedstuffs to a 
conditioning 
unit mounted 
just above the 
pellet mill. In 
the condition- 
ing unit steam 
is added to 
bring the mois- 
ture content of the material to the proper point for pel- 
leting. After being conditioned, feed drops into the 
pellet mill where it is extruded through sized holes in an 
annular ring die by the action of a pair of rollers oper- 
ating at a clearance of a few thousandths of an inch in- 
side the die. Pellets are formed by pressure of the rollers 
forcing feedstuff through the die. 

Description—Complete installation includes a pellet mill, 
feeder, conditioner, elevator, cooling hopper, grader and 
sacker—a compact installation requiring small floor space. 
Capacity of the mill varies with formula used and size of 
pellets being formed, but maker states that a capacity of 
27 bags of laying size pellets per hour with 25 H.P. ap- 
plied to mill is conservative rating. Dies can be supplied 
for wide array of pellet sizes and designs. Bulletin No. 
2000-J gives complete details. 


SPROUT, WALDRON & CO., Dept. FEP, 180 Sherman 
St., Muncy, Pa. 


When inquiring specify FEP269 .. . 
—_——_OQ——_——_ 


Flat Top Chain Belt 


Accurate Pitch, Smooth Operation, High Corrosion 
Resistance 





see information request blank, pgs. 12-13 


Uses—For con- 
veyor service in 
food packing 
and bottling in- 
dustries; for 
builders and 
users of bot- 
tling, canning, 
filling and seal- 
ing machinery. 
Features — Be- 
cause of smooth 
performance, there are no pile-ups or tipping of prod- 
ucts on belt. Easy to clean as there are no “pockets”. 
Short opening between links when flexing, gives smooth 
performance right up to transfer point. Accurately 
beveled edges prevent jamming. There is no impounded 
dirt between sidebars to wear down sprocket teeth. Chain 
has no coupler links; fits conventional conveyor tracks. 
Unique sprocket and joint give wider bearing area and 
there is no loading on pins when flexing over sprockets. 
Description — Links of new chain are blanked and form- 
ed from finished strip steel and assembled with pins 
which are upset at each end to prevent their working 
loose. The one-piece link and pins are the only parts; 
the flight is integral with the link and there are no 
attachment rivets to work loose. Top edges of links are 
specially beveled for smooth transfer from one link to 
another without tipping. Links can be removed by driv- 
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ing out the pin. Chain strand can be altered by only one 
pitch length. Because of simple construction, jet of steam 
or water easily cleans chain. Made in both plain steel 
and 18-8 stainless steel, chain can be made on special 
order of other suitable sheet metals. Bulletin 393 con- 
tains all specifications, list prices and many photos. 
CHAIN BELT CO., Dept. FEP, Milwaukee, Wis. 

When inquiring specify FEP270 . . . see information request blank, pgs. 12-13 

icant einen 


Rechargeable Flashlight 
Battery 


This miniature battery is a true storage 
cell, built on same principles proved by 
automobile battery experience, but en- 
closed in specially designed spill-proof 
case. Can be recharged overnight. Fits 
all standard flashlight cases. 

Uses—This tiny, portable storage cell is 
specially designed for flashlights and simi- 
lar uses such as hand lanterns, instruments, 
etc., using dry cells. 

Features — Battery delivers 
ample volume of current and 
will last for years with ordin- 
ary care. One discharge cycle 
is said to be equivalent of a 
pair of dry cells and the unit 
can be recharged over-night. 
Holds power when not in use. 
Only simplest attention is re- 
quired as transparent Lucite 
case makes it possible to see when battery liquid needs 
replenishing with distilled water. 

Description—Suitable for all standard flashlight cases in 
which two ordinary 114” size D dry cells are used. Small 
and simple charging unit is provided to recharge this 
storage sell. It operates on 110-120 volt, 60 cycle A.C. 
current at small cost. Special charging clip for automo- 
bile, truck or bus use is available operating from car 
battery. 


IDEAL COMMUTATOR DRESSER CO., Dept. FEP, 5073 
Park Ave., Sycamore, Illinois. 
When inquiring specify FEP271 . . 


Steelwave Skid Platform 


No Splinters, Swelling, Warping or Broken 


Top-Boards 












+ see information request blank, pgs. 12-13 





Features — Use 
of light gauge 
metal corrugat- 
ed two ways, 
crosswise in 
deck and 
lengthwise at 
right angles to 
deck in side 
angles, makes 
sturdy platform. 
Platforms have 
rounded cor- 
ners for safety. 
Metal construction eliminates splinters and broken top- 
boards and provides greater wear resistance to jamming, 
loading and impact from heavy service. 
Description—Skids are fabricated from light sheet metal, 
16 to 12 gauge, according to required capacity. Deck and 
side angle are die formed and legs are of 5/16”x1%” flat 
steel. All parts are electrically welded. Platform sizes 
for standard models range from 24” by 42” minimum to 
36” by 72” maximum. Minimum clearance, floor to 
underside of deck, is 64%” ... maximum, 12”. Either two 
or four-way lift truck entrance types are furnishable. 
There are two standard capacities—3500 and 5000 lbs. 
SERVICE CASTER & TRUCK CO., Dept. FEP, 630 N. 
Brownswood Ave., Albion, Mich. 

When inquiring specify FEP272 . . . see information request blank, pgs. 12-13 
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Filter Press Plates 


Pree: aa Stet Uses— Specialized fil- 
Plotes th Plates over ter media for industrial 
thekh or less lh thick ° 
filtration. 


Features—Design fea- 
tures include tapered 
drainage channels 
which increase in 
depth from top to bot- 
tom of the plate there- 
by distributing drain- 
age capacity in rela- 
tion to filtration ac- 






dremeaye manfolds 


members for the filter 
media is such that the 
width of the lands in 











nnshap tye thn tah drainage channels is 


cumulation. Design of | 
lands or _ supporting | 


relation to width of | 


FREEFLOW FILTER PLATES (rarewrs eevee, arranged for excellent | 


support of filter medium with consequent reduction in 
mechanical strain upon it. 
Description—Special filters are made of various materials 


of construction including phenolic resin bonded laminated | 


wood, cloth base bakelite, long leaf yellow pine, maple, 
and redwood and cypress. Each drainage channel is di- 
rectly connected to an internal drainage manifold, which 
results in maximum degree of filtrate flow as filter 
medium cannot become depressed in drainage manifold 
during filtration cycle. Filtrate outlet designs include 
open delivery plates, bottom delivery plates and closed 
delivery wash plates. In the washing type plates, wash 
water is introduced through internal manifold at top of 
plate which is directly connected to each drainage chan- 
nel, thus permitting rapid, thorough cake washing. 


FILTER MEDIA CORP., Dept. FEP, Irvington, N. Y. 
When inquiring specify FEP273 . . . see information request blank, pgs. 12-13 
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Floor Conditioner 
Floors Conditioned Without Use of Water 


Uses — New machine, 
Model K, is a heavier type 
unit for handling most 
stubborn cleaning jobs 
rapidly and economically 
on floors of wood, asphalt 
tile, marble, concrete, ter- 
razzo, etc. Removes lub- 
ricating oil, steel chips 
and other heavy spillage 
from industrial floors. 
Widely used in bakeries, 
dairies and other food 
plants. 
Features—Power-vacuum 
and collector pan pick up 
dirt; dirt is loosened and 
floor is left clean, thus 
eliminating further scrap- 
ings and sweeping. Com- 
plete floor maintenance 
system seals wood floors against dirt, moisture and fungi 
and bacteria which cause decay. Dirt is easily removed 
after floor has been conditioned, and light reflection is 
increased without a slip-hazard. Old floors can rapidly 
be refinished. 

Description—Complete equipment for the Model K ma- 
chine includes body strap for operator; cord holder and 
14-gauge, 4-wire extension cord; reversible motor of 
2 H.P., 220-440, 3-phase, 60-cycle; double V-belt drive; 
complete equipment for steel wire brush and steel wool- 
ing; vacuum attachment; 16” expanding type sanding 
drum; and an assortment of sandpaper. Bulletin No. 81.4 
gives complete details. 


G. H. TENNANT CO., Dept. FEP, 2530 North 2nd St., 
Minneapolis, Minn. 





When inquiring specify FEP274 . . . see information request blank, pgs. 12-13 | 
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WE COMBINED JW MAN=YEARS OF RESEARCH 


hal 


HE Tri-Clad motor is a completely new design and it’s 
built to industry’s own specifications. After five years of 
field investigation to find out what industry wanted in a 
motor, G-E engineers and designers started afresh. They took 
full advantage of new synthetic insulating materials, new 
close-tolerance manufacturing methods, and new, better ways 
to utilize active materials — and they built a greatly improved 
general-purpose motor with protection as the top-ranking 
“‘plus”’ factor. We call this motor ‘‘Tri-Clad”’ because it gives 
you extra protection in three basic respects. 


No other standard motor, we believe, has ever met the general- 
purpose requirements of industry with so well-balanced a 
combination of performance characteristics, convenience 
features, and provisions for protection. As a safeguard against 
production interruptions, as a prime factor in lowering costs, 
as an extra increment of value on machines you build, you'll 
find that the new G-E Tri-Clad motor means extra profit- 
protection, too. 


Sizes now available are 1, 14, 2, and 3 hp—larger sizes later. 
General Electric, Schenectady, N. Y. 





750-30 


GENERAL & ELECTRIC 


When inquiring specify FEP275 .. . see information request blank, pgs. 12-13 
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INFORMATION :% PLEASE 


about a New 


-WAY SAVING 


for your 
Shipping Department 








@ Here is a new way to save time, save labor, save 
money, save your product from damage: Use properly 


designed corrugated or solid-fibre shipping containers 
and seal them top and bottom with the revolutionary 
new Morrison wire stitcher, with SL-type head. 


14 unique features make this machine different and 
better, more efficient and less expensive to operate than 
any other wire stitcher on the market. 


Now when improved methods pay extra dividends in 
increased output and production savings, en should 
know all about Morrison wire stitching. Write today. 


SEYBOLD DIVISION, Harris + Seybold - Potter Co.-844 Washington St., Dayton, 0. 


a 
MORRISON 





WIRE STITCHING MACHINES 


When inquiring specify FEP276 . . . see information request blank, pgs. 12-13 
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WEIGHT LOSSES 


Eat up 


BIG PROFITS 







Model 1091—1"' to ounce 
indicator travel regular. 
Total capacity 5 lb. Wide 
choice of commodity equip- 
ment. Also available in 
center tower type. 


@ A slight fraction of an ounce loss is hardly noticed during 
an operation ... but, multiplied many times by repeated 
operations, it shows up in big RED figures on the balance 
sheet. That’s why it is so imperative for you to investigate 
how completely the new Toledo Speedweigh entirely solves 
problems of both accuracy and speed for the first time. Mail 
coupon now. 


NO SPRINGS TOLEDO SCALES HONEST WEIGHT 


Send now for illustrated descriptive bulletin on Toledo Speedweigh. 
| No obligation. Toledo Scale Company, Industrial Scale Division, | 
| Toledo, Ohio. | 
| ah | 
| Address . ; . j 
a State ine 





When inquiring specify FEP277 .. . see information request blank, pgs. 12-13 
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Powered Automatic 
Scale Feeder 
Measures Any Type Material Without Adjustment 
Uses — For mixing 


and blending of any 
materials, whole or 


ground, in a flour, 
feed or grain mill 
by weight. 

Features — Ma- 


chine weighs a con- 
tinuous running 
stream and records 
amount passing 
through. Measures 
any type of material 
without adjustment. 
Insures accuracy of 
blends and product 
uniformity. Mois- 
ture content, vol- 
ume weight or other 
variations are auto- 
matically controlled. 
Measures whole or 
ground material, 
Description—Feeder has special agitator and automatic- 
ally controlled gates which open and close as the weight 
on the scale platform demands. By setting poise weight 
on calibrated scales to amount desired, machine will op- 
erate at that setting without attention. Optional control 
is offered whereby machine stops automatically if ma- 
terial fails to meet scale setting. This feature can also 
be applied to a battery of machines whereby all machines 
would stop if one failed to feed properly. Agitator keeps 
material flowing and proper blending is obtained without 
additional equipment. 

MERCHEN SCALE FEEDER CO., Dept. FEP, P. O. Box 
4035, Station B, Spokane, Washington. 


When inquiring specify FEP278 .. . 


Variable Speed Control 


Speed Changes Made Without “Steps” or “Jumps” 


Uses — Supplies 
variable speed 
regulation for all 
types of machin- 
ery. Present 
model, known as 
“Vari-Speed Jr.”, 
used on any 
standard constant 
speed motor of 
from fractional 
to 1% H.P., thus 
easily and inexpensively converted into a variable speed 
unit. 

Features—Unit provides “infinite” speed variation within 
its limits; accomplished without “steps” or “jumps” while 
machine is running and without interruption to produc- 
tion. Easily installed as no special shaft extension is re- 
quired. 

Operation—By means of adjusting handwheel, motor is 
moved forward and back. When nearest driven sheave, 
V-belt runs over largest diameter on discs and maximum 
speed is secured. Reversing handwheel moves motor 
away from driven sheave, V-belt runs over smaller diam- 
eter on discs (adjustable disc moving out to accommo- 
date belt) and speed is reduced. 

Description—Standard assembly comprises a disc assem- 
and adjustable motor base. Disc assembly consists of two 
cone-shaped discs (one stationary and one laterally ad- 
justable), a self-adjusting spring tension and a spring 
adjusting nut and cover. Assembly is applied directly 
to standard motor extension shaft and motor is mounted 





see information request blank, pgs. 12-13 
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on adjustable base. V-belt, driving between the two 
discs, and th® sheave pulley on the driven shaft, is a 
standard section of “A” or “B” belt, depending upon size 
of unit. Units are built in six sizes of disc assembly for 
use with motors of from % to 1% H.P. and provide speed 
control over a range of from 134:1 to 2%4:1, inclusive. 


REEVES PULLEY CO., Dept. FEP, 1000 Reed St., Colum- 
bus, Indiana. 
When inquiring specify FEP279 . . . see information request blank, pgs. 12-13 


Fruit Juice Filter 


Intermittent Operation Without Disturbing 
Filter Cake 


Uses—For cider and fruit juices, either to remove the 
heavy pulp only or to give juices a brilliant polish. Also 
used for filtering, polishing and germ-proofing vinegar. 
Features—Maker states that the filter requires less time 
and powder for precoating; permits building up a thicker 
cake, giving a longer cycle. More uniform filter cake pro- 
duces more uniform quality product. Less waste as filter 
cake cannot fall off into residue liquid at end of run. 
Easy to clean. 
L£6¢END 
— UNFILTEREO 41QU10 
7? FILTERED L/QUIO 


Tor comPre SSION 
57/048 


FILTER CAKE 
/ Foams Hane WITH 
THIs HORIZONTAL 
CHAMaaR 











FILTER PAPER 


FILTaR TANK (C4Orm, ASaa4TOS 


PERFORATEO PLara 
(ASMOVAGLE FOR 
@ASr CL#ANING ) 


CENTER We 


(samoraese) 


“ FILTER PLATA 


BoTyOn COMPARES 
PiOnR 
(nemovaase) 


Description—Filters are horizontal plate design used with 
diatomaceous filter aids. Units are built of tinned bronze 
and equipped with an all bronze pump, valves and fittings. 
Mounted on a portable stand for convenient use. Made 
in various capacities from 100 to 150 gallons per hour to 
400 to 750 gallons per hour. 

SPARKLER MFG. CO., Dept. FEP, 1218 Webster Ave., 
Chicago, Il. 

When inquiring specify FEP280 . . . see information request blank, pgs. 12-13 
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Rubber Floor Coating 


Quick Drying; Alkali, Acid, Gasoline and 
Oil-Proof 


Uses—This chlorinated rubber coating is for use on wood 
or concrete floors. Maker states that it is especially 
adaptable for use on cement basement floors as material 
is non-saponifiable—does not react chemically in presence 
of alkali and moisture. Also recommended for use in 
laboratories, bottling plants, dairies, food plants, etc., as it 
is unaffected by vegetable or lactic acids. 
Features—Maker states that the material is alkali and 
soap-proof, quick-drying (with good drying conditions, 
can be walked on in few hours), waterproof and won’t 
turn white, will be oil and grease-proof in 24 hours, 
gasoline-proof, as well as resistant to most chemicals in 
48 hours, not affected by sunlight and can be used out- 
doors. 

Description—Material can be applied like paint as it 
brushes on easily, flows to a uniform continuous film and 
covers at the rate of 300 to 400 sq. ft. to the gallon, de- 
pending on surface porosity. Average user can apply it. 
Made in six standard floor colors: Tile Red, Stone Gray, 
Brown, Concrete Gray, and Green and Blue. Bulletin 
No. 509 contains complete details with samples of colors 
available. 

TRUSCON LABORATORIES, Dept. FEP, Box 69, Mil- 
waukee Junction P.O., Detroit, Mich. 

When inquiring specify FEP281 . . . see information request blank, pgs. 12-13 
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FOOD EQUIPMENT PREVIEW 


INSTRUMENTS OF CONTROL 





New developments in control instruments 
for Production .. for Laboratory 





Electronic Level 
Controls 


Has No Mechanical Parts 


_ 


Uses—For level con- 
trol of both conduc- 
tive and non-con- 
ductive fluids and 
powders. Type P30 
is used with com- 
bustibles; Liquid 
Level Control type 
P30 is recommend- 
ed for all conduc- 


tive fluids. 
Features — Simple 
installation entails 


attaching a probe 
fitting to surface of 
tank. Equipment 
has no mechanical 
ing stops. These probes are wired to the Electronic Level 
Control. When liquid level falls below lower probe, 
Level Control closes the circuit which starts the pump, 
and the tank fills. When liquid rises to upper probe, fluid 
itself acts as a conductor for the small amount of current 
required for operation. This opens the pump control 
circuit. 

Description—Equipment is available for single level con- 
trol, on and off control at two levels, boiler feedwater 
control, and tank condensate signals. Probe circuit car- 
ries only milliamperes of current and low voltage. 


PHOTOSWITCH, INC., Dept. FEP, 21 Chestnut Street, 

Cambridge, Mass. 

When inquiring specify FEP282 . . . see information request blank, pgs. 12-13 
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Instrument Checks 
Bottle-Wash Solutions 


Provides Direct Readings; Anyone Can Operate 





Uses — Breweries, 
dairies, bottling 
plants, etc., are us- 
ing this instrument 
to check the 
strength of solu- 
tions in soaker 
tanks for bottle 
washing. 


Features — Accur- 
ate, direct-reading 
instrument elimin- 
ates guesswork of 
hand-testing and 
provides close control on concentrations. Soaker solu- 
tions can be tested by instrument while washer is in full 
operation. Washing compounds are used more economic- 
ally. 

Operation—No technical training is needed to operate the 
instrument. The dip cell is placed in solution to be tested 
and the temperature knob is set to solution’s temperature. 
Main knob is then turned until “magic eye” shows widest 
angle of dark segment. Conductivity of the solution, 
which is a direct function of its strength or concentra- 
tion, is then indicated on the dial by pointer of main knob, 
in terms of percentage of free caustic. 

Washing solution may be checked either by taking sample 











) 





to instrument or having instrument mounted (for per- 
manent installation) with a number of dip cells placed in 
different soaker tanks and wired to a multiple rotary 
switch connected with indicating instrument. Thus, one 
instrument can be used to check a number of soaker 
tanks. 

Description—Instrument uses certain electrical and radio 
principles including the Wheatstone bridge which main- 
tains laboratory grade accuracy regardless of line-voltage 
and other variations. ‘Magic eye” serves as indicator of 
bridge balance. Main control dial provides readings in 
percentage of concentration. Rectifier and amplifier tubes 
are included in the assembly. Molded rubber dip cell is 
placed in solution to be checked. Instrument plugs di- 
rectly into 110-volt, A.C. line, or can be used on 110-volt 
D.C. line. 


INDUSTRIAL INSTRUMENTS, INC., Dept. FEP, 156 
Culver Ave., Jersey City, N. J. 


When inquiring specify FEP283 . . 
science ataatis 


Potentiometer-Pyrometer 


Only One Balancing Operation Needed for Each 
Reading On Scales Below 0-400 Deg. F. 


di ; ' Uses — Appli- 
cations in in- 
dustrial, labor- 
atory, electrical 
and moving ve- 
hicle tempera- 
ture reading. 
Also designed 
for testing per- 
manently in- 
stalled tempera- 
ture measuring 
and controlling 
equipment. 
Features — 
With scales of 
0-400 deg. and 
higher, once 
balanced and 
adjusted, in- 
strument re- 
quires no further balancing operation and is read there- 
after as a deflection instrument. Light weight, portable— 
weighs 5% lbs. No standard cell is used, circuit requiring 
only flashlight cell. Accuracy is % to 1% total scale 
deflection. Automatic cold junction compensation inside 
the case, thus no adjustment need be made for room 
temperature changes. Instrument is independent of 
theromocouple resistance (within large limits), permitting 
use of small thermocouples where other temperature 
sensitive elements would be too slow, too large or too 
fragile. 

Description — Double-pivoted galvanometer has 4%” 
pointer with only tip showing below scale of indicating 
instrument. Instrument can be used under ambient 
temperature conditions of minus 40 deg. to plus 120 deg. 
F. The 6%” temperature scale may range from minus 
50 deg. to plus 50 deg. F. up to 0-3000 deg. F. 
Each scale drawn to customer’s requirements. Thermo- 
couples are readily replaced. Model 70-PO case is ma- 
hogany—6% x 7% x 41 inches. Single or double scale 
models available. 


J-B-T INSTRUMENTS, INC., Dept. FEP, 441 Chapel St., 
New Haven, Conn. 


When inquiring specify FEP284 . . 


. see information request blank, pgs. 12-13 





- see information request blank, pgs. 12-13 
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(uick 
SOLUTION 


to Humidity Problems! 


lers will maintain desired condi- 
tions accurately, automatically. 
Available in membrane or wet- 
and-dry bulb types . . . control- 
lers either Electric or Pneumatic- 
operated. 

Write for complete Bulletin 
188-3. The Foxboro Company, 
174 Neponset Ave., Foxboro, 
Mass., U. S. A. Branches in prin- 
cipal cities of U.S. and Canada. 


Wherever humidity must be 
held constant . . . or moisture- 
content of materials must not 
vary ... the wide range of 
Foxboro Humidity Instruments 
provides an easy means of get- 
ting results. 

Direct-reading Foxboro Re- 
corders give exact knowledge of 
conditions at all times. Trouble- 
free Foxboro Automatic Control- 


FOXBORO 


Reg. U. S. Pat. Off. 


HUMIDITY 
INSTRUMENTS 


When inquiring specify FEP285 . . 


a 


. see information request blank, pgs. 12-13 


Measures the Vitamins 
Fron A to K! 


The NEW Coleman UNIVER- 
SAL Spectrophotometer uses 
BOTH the Ultra Violet and the 


Mazda for every concentration 


analysis! 


LABORATORY SUPPLIES AND CHEMICALS 


ILKENS ANDERSON (2 


Ask For 
Bulletin 
204FE 


Authorized 
Distributor 


When inquiring specify FEP286 . . . see information request blank, pgs. 12-13 
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MERCURY-ACTUATED 
INSTRUMENTS 


Dial 
Thermometer 


A mercury-actuated Dial Thermom- 
eter has now been designed that is 
the last word in accuracy and 
quick-reading. It is designed to 


give many years of satisfactory 
service. Stainless-steel flexible tub- 
ing connection and bulb are stand- 
ard, at no extra cost. All standard 
ranges: —40 to 1000°F. (550°C). 
Write for Bulletin #1500. 


Recording 
Thermometer 


After proving its superiority in 
many tests, this mercury-actuated 
Recording Thermometer is guar. 
anteed to be extremely accurate 
and sensitive and to give many 
years of service. Stainless-steel 
flexible tubing connection and 
bulb are standard, without extra 
cost. All ranges: —40 to 1000°F. 
(550°C.) Has- many exclusive 
features. Write for Bulletin 
#1300. 





THE PALMER CO. Mfgrs. 


Thermometers: Recording, Industrial, Laboratory and Dial. 
2519 Norwood Ave., Cincinnati, Norwood, O. 


Can. Plant: King & George Sts., Toronto 





When inquiring specify FEP287 . . . see information request blank, pgs. 12-13 





Top Schedules in Food Production 
Begin with Employes’ Hands... 


Stanzoil White Neoprene Gloves 
protect your profits 2 ways... 


1—Supply White Stanzoil Gloves of Du Pont neoprene and 

you fortify employes’ hands —against even slight injuries 

caused by caustic solutions, oils, greases, fats. 

Your employes do a full day’s work, every day—no time lost 
to heal burns, infections, or other occupational injuries. 

You safeguard yourself against net loss in the form of wasted 
production hours, slackened output, 
irregular attendance. 


2—White Stanzoil neoprene Gloves— 
made only by Pioneer—meet regulations 
requiring white apparel, successfully 
withstand destructive action by principal 
materials in the Food Industries, fre- 
quently outlast gloves of natural rubber 
many times over. 

With 20 years’ successful experience, 
and with Stanzoil White neoprene Gloves 
in daily use by scores of leading Food 
Companies, Pioneer will be pleased to 
help you select the Stanzoils best 
adapted to your processes. Write today. 


THE PIONEER 


RUBBER CoO. 
263 Tiffin Road 
Willard, Ohio, U.S.A. 
New York * Chicago 
Los Angeles 


MADE W/TH DU PONT NEOPRENE 






















SIT YIT 


PIONEER 









When inquiring specify FEP288 . . . see information request blank, pgs. 12-13 
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Control Instruments (Con.) 


Brine Testing Set 


or Standards 


Has Sharper, More Permanent 


Uses — For 
testing liquids 
within a range 
of 5 to 10 pH 
and increments 
of % pH unit, 
and for specific 
gravity deter- 
mination be- 
tween 1.05 and 
1.25. For testing 
pH of treated 
water for ice 
making to pre- 
vent excessive 
ice breaking; to 
lengthen life of 
condenser tubes 
or coils by con- 
trolling condensing water in cooling towers, spray ponds, 
evaporative condensers, etc. 

Features—Develops sharper, more permanent color stan- 
dards than former models. Has small, convenient com- 
parator block. Provision is made for specific gravity 
determinations. Phenolphthalein is added for quick 
checks and to determine if samples out of the pH range 
of set are acid or alkaline. 

Description—Set uses colorimeteric method with uni- 
versal indicator. Has 11 color standards covering 5 to 
10 pH range in % pH increments. Arrangement is pro- 
vided for compensating colors in testing colored liquids 
such as dichromate treated brine. Set has, besides 11 
color standards and bottle of indicator, bottle of phenol- 
phthalein, 3 test tubes, a minus 30 deg. F. to plus 120 
deg. F. test thermometer, 1” by 6” glass cylinder, and 
hydrometer with specific gravity range of 1.05 to 1.25 
(which covers range of calcium and salt brines). Wood 
case has dull nickel hardware. 

YORK ICE MACHINERY CO., Dept. FEP, York, Pa. 


When inquiring specify FEP289 . . . see information request blank, pgs. 12-13 








Electronic Photometer 
About 90 Seconds Required for Sample Reading 


Uses—For use in deter- 
mining Vitamin A con- 
centration. Instrument 
can also be used, with- 
out changes or special 
equipment, for estimat- 
ing Vitamin B, (by the 
Melnick and Field adap- 
tation of the Prebluda- 
McCollum color reac- 
tion). 

Features — With U.S.P. 
Reference Cod-Liver Oil 
used for calibration, the 
dial indication of the 
photometer permits reading vitamin units contained in 
sample directly from a chart without computation. Use- 
ful measuring range covers widest variations encountered 
in any one species of commercial fish oil. Reading of 
given sample takes about 90 seconds. 

Description—Light source of instrument is an argon glow 
lamp having strong emission bands, at about 318 and 338 
millimicrons, which are well within Vitamin A absorption 
band and close to its maximum. Lines are isolated from 
rest of argon spectrum by means of a filter which has 
been developed to absorb all other light to which photo- 
tube is sensitive. Circuit is fully compensated for light 
intensity changes caused by line voltage variations. Two- 
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stage amplifier provides required sensitivity and a cali- 
brated logarithmic aperture serves for balancing the cir- 
cuit. Logarithmic aperture gives a linear calibration 
curve and is operated by a knob which is connected to a 
dial graduated in 100 equal divisions. Readings are re- 
producible within 0.05% over most of useful range. Oper- 
ating principle of instrument is measurement of the ultra- 
violet light absorbed by a Vitamin A solution. Phototube 
and electronic amplification carry out this measurement. 


PHOTOVOLT CORP., Dept. FEP, 10 East 40th St., New 
York, N. Y. 


When inquiring specify FEP290 .. . see information request blank, pgs. 12-13 


O 


Rectangular Case Thermometers and 


Pressure Gauges 

Twenty-page, two-color catalog covers makers’ complete 
line of vapor-actuated, gas-actuated, mercury-actuated 
and portable thermometers for indicating, recording, and 
controlling processing operations. Many large photos, 
close-ups, and drawings feature this booklet. Operating 
and construction features are highlighted. One section 
is devoted to methods for installing bulbs in cookers, ket- 
tles, ovens, vats, rooms, etc. Catalog No. 6706 is avail- 
able. 

BROWN INSTRUMENT CO., Dept. FEP, Wayne & Roberts Aves., 


Philadelphia, Pa. 


When inquiring specify FEP291 . . . see information request blank, pgs. 12-13 


anneal 
Solenoid Valves For Automatic and Remote 


Control 
Eight-page folder features many types of valves including 
safety shut-off and trip, packed and packless types, three 
and four-way pilot valves, explosion-proof solenoid 
valves, etc. General information is supplied for all 
models. Circular 100 is available on request. 
AUTOMATIC SWITCH CO., Dept. FEP, 45 East llth St., New 


York, N. ¥ 
When inquiring specify FEP292 . . . see information request blank, pgs. 12-13 


sical ee tal 


Batch Timing Mechanism 
Timing Begins Only When Set Point Is Reached 


Uses — For meas- 
uring exact dura- 
tion of batch pro- 
cessing, as well as 
precise tempera- 
ture and pressure 
control on _ such 
applications as 
hosiery dye ma- 
chines, canners’ 
retorts, vulcaniz- 
ers, etc. For use 
on maker’s “Ful- 
scope” Recording 
Controllers. 
Features — Easy 
operation and ad- 
justment. Timing 
begins only when 
set point has been 
reached. To facili- } 

tate timing of suc- 

cessive batches of 

same duration, a “stop” is furnished on timing mechanism 
dial. With this “stop” set at desired timing period, pointer 
can be quickly spun to “stop” and the starting operation 
speeded up. 

Operation—Timing process is manually started by adjust- 
ing the instrument for desired timing period. With this 
new feature, timing automatically starts—not immediately 
—but when the apparatus reaches the set point of con- 
troller. Length of time required for this set point to be 
reached makes no difference in operation of the timing 
mechanism. At end of desired period, timing mechanism 
automatically terminates the process. 


TAYLOR INSTRUMENT COMPANIES, Dept. 


Rochester, N. Y. 
When inquiring specify FEP293 .. . 





FEP, 


see information request blank, pgs. 12-13 
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Spectrophotometer 


Instead of Filter Glasses, Instrument Uses Spec- 
trum Grating With Range From 300 
to 800 Millimicrons 


Uses—This true spectophotometer is used for quantitative 
analyses, through transmittance or fluorescence measure- 
ments, under mazda or ultra violet light. Mercury lamp 
accessory is available for fluorescent work such as de- 
termination of Thiamin Chloride B,, Riboflavin, Vitamin 





A, and others. Exact color specifications of oils and 
liquids is obtained with the instrument through trans- 
mittancy readings over the entire spectrum. 
Features—Since instrument uses spectrum grating with 
range of 300 to 800 millimicrons instead of filter glasses, 
transmission readings for quantitative measure of sub- 
stance in solution may be made in any band required 
by simple setting of one knob. Efficient optical system 
makes possible use of low wattage light source operating 
either from battery or transformer, preferably the former. 
Barrier cell permits working down to 300 millimicrons for 
ultra violet and fluorescent measurements. Ease with 
which spectral transmittancy curves are made on users 
own materials makes it possible to select correct wave 
band without reference to other work done. 
Description—For sensitive and accurate work, instru- 
ment has a built-in galvanometer used strictly as a null 
device and readings are made directly from a 12-inch 
scale, calibrated both in percentage transmission and op- 
tical density. For control work, instrument may be op- 
erated by deflection readings on 5-inch galvanometer 
scale. Wide range of absorption cells is offered from 1 
mm. depth to 50 mm., carriers accepting both 25 and 
50 mm. round fused tubes, and oblong cell for both 20 
or 40 mm. liquid depth, the latter being convenient for 
titrating. 

WILKENS-ANDERSON CO., Dept. FEP, 111 N. Canal St., 
Chicago, Ill. 


When inquiring specify FEP294 . . . see information request blank, pgs. 12-13 


Feed Water Level 
Controller 


Accelerator Attachment Increases Valve Motion 
Uses—For maintaining precise control of boiler feed wa- 
ter. 

Operation—Small stream of water is fed into control tube 
at its hot end, increasing valve motion through changing 
the temperature of the entire tube by positive volume 
control. Cooling is accomplished through extraction of 
heat from the tube. 

Features—New accelerator attachment to controller per- 
mits blowing control tube without throwing apparatus 
out of adjustment. Thus, simple method is provided for 
cleaning control tube of scale or other accumulations, re- 
gardless of feed water temperature. Only few seconds 
required to wash the line. Controller can be flushed in 
few seconds without disturbing water level in boiler. 
Increased sensitivity obtained by use of fins on lower 


FOOD EQUIPMENT PREVIEW 


end of thermostatic tube. Unit has audible signal sys- 
tem — whistle or an electric alarm — for use if boiler 
pump should fail, or pump packing become lodged under 
valve. 

Description—Cooling water, taken from feed valve in up- 
stream side, has full differential pressure to force it into 
tube. This differential varies with the opening of feed 
valve. Small filter is incorporated in line between tap-in 
on feed valve and the accelerator valve. Back wash 
valve is provided through which filter can be washed and 
freed of scale, etc. Movement of operating mechanism is 
inevitable when water level rises or falls in tube. 

J. A. CAMPBELL CO., Dept. FEP, 645 East Wardlow 
Road, Long Beach, Calif. 


When inquiring specify FEP296 . . . see information request blank, pgs. 12-13 





Plastic Gauge Cover 
Plastic Cover Prevents Flying Glass 


Uses—As a _ safety 
precaution for 
gauges of various 
types and sizes. 
Features — Covers 
eliminate all possi- 
bilities of injury to 
workers from flying 
or broken’ gauge 
glass. Maker states 
that increased visi- 
bility and readabil- 
ity result. 
Description—‘“‘Dura- 
front” covers are 
molded crystal-clear 
plastic with a tensile strength of 5,000 pounds and a 
compression strength of 15,000 pounds. overs are 
available in 31%”, 4%” and 6” sizes and can be added to 
any plastic (phenol case) gauge now in service. 
MANNING, MAXWELL & MOORE, INC., Ashcroft 
Gauge Div., Dept. FEP. Bridgeport, Conn. 

When inquiring specify FEP296 . . 





+ See information request blank, pgs. 12-13 
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Instantaneous Reset Timers and Counters 


Forty-eight-page booklet contains descriptive material 
and specifications, with photos, of many types of instan- 
taneous reset timers and counters for automatic control 
of industrial processes. Many drawings are used to illus- 
trate operating hook-ups, timer controls, etc. Prices and 
other details are included. Catalog is available on re- 
quest. 

EAGLE SIGNAL CORP., Dept. FEP, Moline, Il. 

When inquiring specify FEP297 . . . see information request blank, pgs. 12-13 


Instruments For The Milk Industry 


Attractive, 36-page-and-cover booklet presents a com- 
plete line of instruments for measurements, indicating, 
recording and control of processes in handling milk and 
all dairy products. Many photos and drawings, plus 
complete descriptive material, feature this booklet on 
such instruments as pasteurizing thermometers, dairy 
bulbs, lactometers, and many other types of instruments. 
Bulletin No. 226 is available on request. 

FOXBORO CO., Dept. FEP, 174 Neponset St., Foxboro, Mass. 
When inquiring specify FEP298 . . . see information request blank, pgs. 12-13 


ec Ae eee 
Liquid Level Meters 


8-page technical bulletin covers six different styles of me- 
chanical and electric operated liquid level meters. Ap- 
plication drawings and technical data are arranged in sec- 
tions devoted to each of various instruments. Electric 
operated types for remote service include float, differen- 
tial pressure and bourdon spiral systems. Potentiometer 
type meter is a new design. Publication 2990 is available 
upon request. 


COCHRANE CORP., Dept. FEP, 17th & Allegheny Ave., Phila- 
delphia, Pa. 


When inquiring specify FEP299 . . . see information request blank, pgs. 12-13 
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For Food Ingredient 
Compounding.... 


Uniformity of finished product is a 
matter of exact formulae day after 
day. Food ingredient compounding 
can best be accomplished by accu- 
rate pre-determined weight of each 
and every ingredient. Not only is 
* uniformity of 
product main- 
tained but waste 
of expensive in- 
gredients is elimi- 
nated. Weigh your 
ingredients on 
EXACT WEIGHT 
Scales. The model 
illustrated is an all 
duty piece of 
equipment up to 22 
pounds capacity. 






EXACT WEIGHT Scale Model 409. For 
accurate, fast ingredient compounding op- 
erations in busy food plants. Equipped 
with carrying handle for easy transporta- 


Write for complete 
specifications for 


tion from place to place. Dial 2 ozs. 
over and underweight. Sensitive to \% oz. your processing 
—Capacity to 22 lbs. operation. 


THE EXACT WEIGHT SCALE CO. 
32 W. Fifth Ave. Columbus, Ohio 


The Silver Anniversary of Exact Weight 





When inquiring specify FEP300 .. . see information request blank, pgs. 12-13 


Accepten 
CRITERION 


for Temperature Control! 


Wherever temperature 
changes would seriously affect 
your products, the records kept 
by these Controllers offer vital 
benefits. They reveal any vari- 
ations before product shipment 

. save loss and customer- 
rejections. 

Write for complete Bulletin 
225. The Foxboro Company, 
174 Neponset Ave., Foxboro, 
Mass., U. S. A. Branches in 
principal cities of United States 
and Canada, 


FOXBORO 


Reg. U. 8. Pat. Off.” 


Throughout the food indus- 
tries, Foxboro has won wide 
reputation as top standard for 
pneumatic - operated Recording 
Temperature Controllers. 


These instruments are speci- 
fied today to save processing 
time, steam and product- 
spoilage in leading canning, 
meat packing, confectionery, 
dairy-product and other food 
plants. They respond instantly 
and positively to slightest 
deviations. 


RECORDING 
CONTROLLERS 





When inquiring specify FEP301 . . . see information request blank, pgs. 12-13 
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How to 
make it easier to 
get more work done 
in 1941 
















... Easier-working @™ tt 
Ricaip ( ). a= 


Pipe Wrenches save qa 
drudgery and time— ee 
and cut your costs! 


HE country-wide demand this 

year is to produce more and faster. 
You can do your share, without ex- 
tra strain on your men, by use of 
tools that save effort—like RIZAID 
Wrenches. The full-floating chrome 
molybdenum jaws grip without slip- 
ping, let-go without jerk. Pipe scale 
on hookjaw means quick-setting to 
pipe, adjusting nut in open housing 
spins easily in all sizes, 6” to 60”. 
Comfort grip alloy I-beam handle, 
whole tool is balanced for effort- 
less work. And that guaranteed 
housing practically ends waste of 
time and money making repairs. 
Get the work done but protect 
your men— buy RIMBAIDs at your 
Supply House... today! 


THE RIDGE TOOL CO., ELYRIA, OHIO 


an 










~ WORK-SAVING PIPE TOOLS se 


When inquiring specify FEP3O2... 


see information request blank, pgs. 12-13 
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| accuracy. Micrometer adjustments 


| tion against alteration of critical 


| second timer are combined. One 


Control Instruments (Con.) 


Recording Thermometer 
Mercury Actuated; Stainless Steel Pen and Bulb 


Features — Stainless 
steep capillary, 
spiral-armor and 
bulb. Also pen, pen- 
arm and adjusting 
link are stainless. 
All parts through- 
out are non-rusting. 
Pen is easy-filling 
and not in way 
when changing 
charts. Tight clos- 
ing door lock keeps 
case dust-proof. 
Description—Stand- 
ard 12” chart size. 
Case is die-cast alu- 
minum with wrin- 
kle or smooth finish, 
black or white. 
Made for wall or 
flUuuh mounting. 
Connections are at 
bottom, back, side 
or top, as specified. 12 and 24-hour or 7-day clock, spring 
or electric wound. Standard equipment includes a 5-ft. 
stainless steel capillary, mercury-filled, with stainless 
steel spiral armor covering it. All joints are atomic 
hydrogen welded. Available in any standard range — 
minus 40 up to 1000 deg. F. (or Centigrade equivalent). 
Supplies include 100 charts, bottle of ink, filler for pen, 
and key for spring wound clock. Flexible connection 
furnished up to 100 feet. Two-pen recorders are also 
available. 

PALMER CO., Dept. FEP, 2501 Norwood Ave., Cincinnati, 
Ohio. 


When inquiring specify FEP303 . . . see information request blank, pgs. 12-13 
ce ei eee 


Double Reset Timer 


“Band-Spread” Time Scales Facilitate Accurate 
Setting 





Uses — Instrument has wide ap- 
plications in heating control and 
process work where two accurate 
and adjustable intervals have to 


Features—Timers provide extreme 
flexibility and adjustment of every 
part of time cycle with unusual 


and “band-spread” time scales are 
used to facilitate accurate settings. 
Housing can be locked for protec- 


timing. 

Operation—Typical application is 
that of furnishing a 10 second im- 
pulse every 90 seconds for signal- 
ing or heating control purposes. 
For this purpose a 120 and a 15 





timer is set to close control circuit 

in 90 seconds; the other timer is set for 10 seconds. 
Switching arrangement for entire instrument can be 
used as a single pole, double throw switch. Once unit has 
been energized, first timer closes control circuit at end of 
90 seconds. 
with delivery of desired impulse for a period of 10 sec- 
onds. First timer has meanwhile reset and is again put 
in operation at end of 10 second interval when second 
timer opens control circuit and cuts off impulse. 10 second 
interval then recurs. 

Description—Instrument consists of two reset timer mech- 


| 
| 





Second timer then operates simultaneously | 





anisms mounted upon a control panel and controlling 
common electrical circuits. Die-cast housing provides 
rugged, dust-proof protection. Either conduit or BX type 
wiring may be used. Units are furnished for 110 and 220 
volt and 50 and 60 cycle operation. Time ranges avail- 
able for each individual timers are 15, 30, 60 and 120 
seconds, maximum. Current carrying capacity of switches 
is 10 amperes at 110 volts, 60 cycles. Housing dimen- 
sions are 752 x 43%4 x 3% inches. Knockouts for % and % 
inch conduits are provided. 


R. W. CRAMER CO., Dept. FEP, Centerbrook, Conn. 
When inquiring specify FEP304... 
————— 


Balanced Hydraulic 
Hand Lift Truck 


Lifting Effort Cut About Two-Thirds 


Uses — Designed 
for continuous, 
heavy-duty hand 
lift truck service, 
capacities are 
3,500, 5,000, 6,000 
and 8,000 pounds. 
Features — Lift- 
ing effort of new 
truck about two- 
thirds of normal 
for similar capa- 
city models. Hy- 
draulic lifting 
unit is self-con- 
tained and total- 
ly enclosed—has 
no needle valves 
to get out of or- 
der. Automotive 
type piston and 
rings assure max- 
imum pump 
pressure at all 
times. Unit pro- 
vides controlled 
lowering of loads. 
Has five years’ 
supply of oil for 
reservoir. Large 
diameter lift ram 
of solid steel low- 
ers oil pressure 
50%, increases 
packing life and 
reduces possibil- 
ity of valve leak- 
age. Full 200- 
degree lifting and 
steering arc in- 
creases maneu- 
verability. Balanced, tubular handle relieves operator 
carrying handle weight and prevents accidents from 
workmen tripping. Pump unit is fully guarded from out- 
side shock and possible damage. 

Description—Trucks have hardened and ground automo- 
tive type poppet valves operating on hardened and ground 
valve seats. Five pint oil reservoir. One-piece frame 
serves double purpose of elevating platform and elevat- 
ing frame. All parts consisting of frame, rear wheel 
assembly and front head assembly are designed with 
maximum safety factors. Rear wheel links and axle 
housing are one-piece unit for strength and stability. 
Load platform and lifting saddle are reinforced heavy 
plate and bar steel, arc-welded. Wheels are ball bearing 
equipped, sealed to exclude dirt. Front head and wheel 
fork are heavy section steel castings. Steering column 
has large Timken thrust bearings for easy steering of 
heavy loads. 

YALE & TOWNE MFG. CO., Dept. FEP, 4530 Tacony, 
Philadelphia, Pa. 


When inquiring specify FEP3OS . . . see information request blank, pgs. 12-13 


see information request blank, pgs. 12-13 
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Photo-Electric 


Magnetic Counter 
Needs No Supervision; Counts 500 Per Minute 


Uses—For use in handling counting problems of all types; 
used for counting bottles, cans, paper cups, bottle caps, 
etc. 

Features—Can be used in wide variety of counting prob- 
lems regardless of size, weight, construction or material of 
objects being counted. Instrument needs no supervision. 
Easily installed. 

Performance—Life period is indefinite. Capacity is 500 
counts per minute with absolute accuracy. 
Description—Photo-electric relay and beam projector set 
consist of the photo-electric control directly connected to 





power line, and light source, current for which is sup- 
plied from transformer within the control. Another con- 
nection from control is for magnetic counter. Power 
relay is designed for 3 amps., non-inductive load. Poten- 
tiometer adjustment permits compensation of light inten- 
sity to photo-cell. Standard 6-J-Tube used assures long 
life and accurate count. No other contactor is necessary. 
Instrument operates from lighting circuit of 110, 6 or 220 
volt, 60 cycle A.C. Interruption of light beam (see cut) 
by object actuates the counter. 


DURANT MANUFACTURING CO., Dept. FEP, 1913 N. 
Buffum St., Milwaukee, Wis. 
When inquiring specify. FEP306 ... 


Bagger-Weigher Unit 


Portable Unit Cuts Packaging Time Without 
Product Waste 


see information request blank, pgs. 12-13 


Uses — For weigh- 
ing and packaging 
from bulk into 
small packages such 
materials as, seed 
nut meats, cereals, 
Sugar, tea, coffee, 
spices, beans, meal, 
chick feed and other 
such free-flowing 
commodities. 
Features — Unit is 
portable; simple in 
operation. Fits any 
size or kind of bag 
or container. No 
maintenance as 
there is nothing to 
get out of order. 
Fraction-ounce ac- 
curacy obtainable 
on every package. 
Description—Hopper section of unit is rust-proofed. Ad- 











FOOD EQUIPMENT PREVIEW 


justable stop enables operator to set machine for best 
operating position, depending upon material being packed. 
Hopper size is 23” by 23” square by 19” deep through 
center. Capacity is approximately 150 lbs. of average 
granular material. Overall height is 42 inches. Three 
spouts are furnished. Scale has 7” by 7” commodity 
platter, vertically adjustable to fit packages of different 
heights. Visible weight control on scale has dial showing 
6 ounces warning or underweight and 2 ounces over- 
weight. Indicator on dial travels % inch per ounce. Scale 
handles packages weighing from three ounces to ten 
pounds. 


EXACT WEIGHT SCALE CO., Dept. FEP, 32 West Fifth | 


Ave., Columbus, Ohio. 
When inquiring specify FEP3O7 .. . 


QO 


Pressure Applicator 


Safe, Economical Application of Belt Preservative 
to Transmission Belts 


see information request blank, pgs. 12-13 


Features — Applicator permits application of 
very light coating of the belt preservative with 
satisfactory operation on rubber belts and, 
under dusty conditions, prevents dust accumu- 
lation on either belt or pulleys. Long spout on 
applicator is safety factor permitting workman 
to apply material without getting hands injured 
by moving equipment. More economical ap- 
plication of preservative. 
Operation—Applicator is filled with belt pre- 
servative — Cling-Surface — in liquid form. 
While belt is running, spout of applicator is 
placed close to belt. Applicator plunger (on 
bottom) is worked across belt width with back-and- 
forth movement. Best treatment is by small application 
of preservative over period of a week, to give material 
time for thorough penetration of belting. 
Description—Applicator is of heavy construction. Has 
6%4” brass spout and a %4” pint steel can. 


CLING-SURFACE CO., Dept. FEP, 1044 Niagara St., 
Buffalo, N. Y. 
When inquiring specify FEP3O8 .. . 


Aridifier 


Removes Dirt, and Moisture From Air Lines 








see information request blank, pgs. 12-13 


Uses—For freeing air of dirt, DRY CLEAN AIR 
moisture and other impurities 
in food processing plants using 
compressed air for aerating, 
spraying, cleaning, cooling or 
operating equipment. 

Features—Effective removal of 
impurities from air eliminates 
sticking valves, defective con- 
trols and reduces wear on rub- 
ber and flexible hose. 

Operation—Unit is placed in 
the air line beyond the air re- 
ceiver. Air enters the unit at 
bottom and passes upward over 
a series of ball bearing rotors. 
Every other rotor revolves in 
the opposite direction impelled 
by the air, but with no appre- 
ciable back pressure. Moisture 
and contamination impinges 
upon a multiplicity of vanes in 
the rotors and, because of the 





WET DIRTY AIR 


velocity of rotation, matter so collected is thrown by cen- 


trifugal force to the inside wall of housing. Accumulated 
moisture washes the collected matter down, out and into 
a trap suspended from the unit, for periodic draining. 
Manufacturer makes a free trial offer. 

LOGAN ENGINEERING CO., Dept. FEP, 4900 Lawrence 
Ave., Chicago, Il. 


When inquiring specify FEP3O9 . . . see information request blank, pgs. 12-13 








When inquiring specify FEP311. . 
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INDUSTRY CHOOSES YALE! 
EXCLUSIVE 


FEATURES MAKE 
NEW “TRANSLIFTOR” 










c eit: 1K ci 
the FREE TRIAL O 


THE YALE & TOWNE MFG. CO. 
4530 Tacony Street, Philadelphia, Pa. 

(CD Please send the ‘‘Transliftor”’ for 15-day FREE TRIAL. 
(CD Please send FREE catalog. 






Name 
Address 


When inquiring specify FEP310 . . . see information request blank, pgs. 12-13 


MEAT PACKING AND 
SAUSAGE PLANT EXECUTIVES 


Describes Successful, Money-Saving 
Sanitation and Maintenance Methods 


It's NEW ... it's just off the press... it gives concise 
details of most meat packing and sausage plant 
sanitation procedures now being used by both 
small and large plants. This DIGEST, with its practi- 
cal, money-saving suggestions, should prove a val- 
vable guide in helping you increase sanitation and 
. maintenance efficiency in your plant. Mailed FREE 
to all who request it on their business letterhead. 


OAKITE PRODUCTS, INC., 27A Thames St., New York,N.Y. 
Representatives in All Principal Cities of the U.S. and Canada 


(iol CLEANING 





. see information request blank, pgs. 12-13 
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REDUCE STEAM COSTS 


Stationary Grate 
Type—Fine par- 
ticles of fuel are 
burned in sus- 
pension, coarse 
coal on the 
grates. OVER 
THROW Rotor 
action insures 
uniform fuel dis- 
tribution. Flex- 
ib'e, dependable 
and efficient, 
with a wide va- 
riety of fuels. 
Dumping grate 
type also avail- 





able. 
Detroit RotoStoker 
Economically burns wide range of fuels. Successfully 


handles rapidly fluctuating loads. Easy to operate. 


RotoStoker is one of seven types of Detroit stokers in- 
cluding both underfeed and overfeed, for all requirements 
from the small heating plants to large power opertaions. 


Save coal—save labor. 


Write for Catalog No. 841--today 


DETROIT STOKER COMPANY 


General Motors Bldg., Detroit, Mich. 
Since 1898 W orks—Monroe, Mich. 
Built in Canada—London, Ont. 





When inquiring specify FEP312 . . . see information request blank, pgs. 12-13 


a 


NEW LOW PRICES ON 
STEEL FRAME TRUCKS 


A full range of sizes and styles to 
choose from. Metal or rubber 
tired wheels as you prefer. One 
piece steel frames, Hyatt roller 
bearings, steel axle boxes and 
pockets, hardwood platforms .. . 
at prices lower than many 
wooden frame trucks of like ca- 
pacities. 








TIRED WHEELS SAVE 
FLOOR REPAIRS 


And they make materials han- 
dling easier too, and more eco- 
nomical. Your choice of molded- 
on or pneumatic tires in wide 
variety of sizes. 


Special Bodies to handle all kinds 
of materials — box bodies, stake 
end racks, etc. Special bodies 
built to your order. Also, “lift 
truck type” Jak-Tung trucks. 





Ask for Catalog illustrating uses. 


TRUCK & CASTER CO. 


4104 Mississippi River 
KEOKUK, IOWA 


Jak-Tung Trucks 


HOMAS 





When inquiring specify FEP313 . . . see information request blank, pgs. 12-13 








EASY ROLLING RUBBER — 


FOOD EQUIPMENT PREVIEW 


NEW LITERATURE 





The following literature has been issued re- 
cently by manufacturers of the products dis- 
cussed and is available to food manufacturing 
executives on request. Address requests to 
the publishers by using handy request form, 
pages 12-13, or write to the manufacturers di- 
rect. 


Canning Machinery and Supplies 
88-pages and stiff cover comprise this general catalog. 
Illustrated and described are units for handling prac- 
tically all processes for tomatoes, fruits, beets, carrots, 
etc. Also included are pumps, hoists, steam specialties, 
pans, pails, knives, etc., necessary for canning plant 
operation. Many photos are used with complete descrip- 
tive copy for scores of items. Well-indexed. General 
Catalog No. 40 is available on request. 


F. H. LANGSENKAMP CO., Dept. FEP, 229 East South St., 
Indianapolis, Ind. 
When inquiring specify FEP314 . . . see information request blank, pgs. 12-13 


a 


Frozen Food Unit Lockers 


Attractive, three-color folder describes and well illus- 
trates these unit lockers for frozen food storage. Photo- 
graphs show the five quick steps in setting up the lockers. 
Also shown are major features of the lockers with com- 
plete specifications for various sizes. Catalog FL-7 is 
available upon request. 

ALL-STEEL EQUIPMENT CO., Dept. FEP, Aurora, Ill. 

When inquiring specify FEP316. . 


ee 


Non-Metallic, Low Pressure Pipe Not Affected 
By Alkalies, Salts or Mild Acids 


Attractive 12-page-and-cover booklet describes this 
Orangeburg “Alkacid” pipe for underground installation. 
At pressures not to exceed 15 lbs. per square inch. Many 
drawings and photos show proper methods of installing 
the pipe. Characteristics and physical properties, corro- 
sion resistance and hydrostatic strength are clearly out- 
lined. Complete specifications are given for pipe, bends 
and elbows, fittings, etc. Catalog 47-A is available upon 
request. 


THE FIBRE CONDUIT CO., Dept. FEP, 292 Madison Ave., New 
York, N. Y. 
When inquiring specify FEP316... 


———— 
V-Belt Drive Handbook 


112-page handbcok is packed with information and en- 
gineering data on V-belt drives. Featured are the copy- 
righted tables enabling drive users to select proper drives 
for given job. Included are data for designing V-drives 
according to 1940 revised ratings, data for replacing V- 
drives designed according to previous engineering stand- 
ards, engineering and mathematical tables, etc. Installa- 
tion photos show representative drive installations. Price 
information and specifications are given for many types. 
Catalog V-500 is available upon request. 


PYOTT FOUNDRY & MACHINE CO., Dept. FEP, 328 North San- 
gamon St., Chicago, Ill. 
When inquiring specify FEP317 . 


—_—_—_—O—_—_—_——— 


“Profits From Waste Fluids” 


8-page booklet uses many drawings to illustrate the major 
features of this liquid separating equipment. Operating 
principles are clearly shown with explanatory descrip- 
tions. Bulletin has long list of various types of plants 
where equipment is being used. Bulletin is available. 


GALE OIL SEPARATOR CO., Dept. FEP, 405 Lexington Ave., 
New York, N. Y. 
When inquiring specify FEP318... 


- see information request blank, pgs. 12-13 


see information request blank, pgs. 12-13 


. see information request blank, pgs. 12-13 


see information request blank, pgs. 12-13 
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Steam Unit Heaters 


Two-Piece Header Gives “Balanced” 
Steam Distribution 


Features — Heaters have 
fully - enclosed, self - cooled 
motors which, the maker 
states, cut power costs from 


5% to 10%, while motor 
does not “gum-up” from 
contact with foul air or 


“slow-roast” because of rad- 
iated heat from its core. 
Two-piece header, similar to 
that used in high pressure 
boiler, gives “balanced” 
steam distribution, permit- 
ting each tube to expand 
and contract uniformly with 
trouble-free operation on all 
steam pressures. At bottom, 
header “floats” on slotted coil retainer and spring washers 
to allow expansion and contraction of coil independent of 
unit casing. 

Performance—With individually adjusted louvres to les- 
sen air tubulence and increase heating range, units forci- 
bly “shoot” heated air from 40 to 80 feet, delivering 385 
to 6900 cu. ft. per minute, depending upon size of unit. 
500 lbs. hydrostatic pressure is used for testing each unit. 
Description—Heating coil is made entirely of copper. 
Consists of “wedded” tubes and fins, with 26-gauge fins 
flanged and pressed on the %” O.D. seamless tubes for 
permanent union. Brass orifice bushings expand tubes 
in header plates. Dynamically balanced fan wheel gives 
quiet performance. To avoid weight on supply line 
(which often causes leaks), each unit has sturdy eye- 
bolts connected directly to header for independent safety 
suspension. 

ILG ELECTRIC VENTILATING CO., Dept. FEP, 2850 N. 
Crawford Ave., Chicago, Ill. 

When inquiring specify FEP319 . . . see information request blank, pgs. 12-13 


Floor Dye Resists Acid, 
Alkali and Fire 


Uses—Floor dye for use 
on concrete floors as well 
as wood. 
Features—Easily applied 
—anyone can apply with 
whitewash or _ roofing 
brush. Provides bright, 
enamel-like finish. If ap- 
plied in evening, floor is 
ready for service next 
morning. 
Performance—Single coat 
of “Colorflex”, in each 
color, was placed on a 
wooden and a concrete 
panel. Sodium-hydroxide in its most severe form used as 
a total alkali and a spot dropped upon each color. No 
mark resulted and glass was not affected, except on the 
green color. With the green color, sodium-hydroxide 
merely disintegrated the blue and left the yellow which 
forms a yellowish spot on the green color. No effect at 
all on other three colors. Material has also withstood 
tests of concentrated sulphuric acid, a 50% solution of 
water and sulphuric acid, carbolic acid and a spillage of 
alcohol ignited and burned until alcohol has been totally 
consumed. These latter tests did not mar polish or gloss 
on material. 

Description—Floor dye is furnished in four colors, battle- 
ship gray, linoleum brown, tile red and emerald green. 
Maker will send test samples. 

FLEXROCK CO., Dept. FEP, 2311 Manning St,. Phila- 


delphia, Pa. 
When inquiring specify FEP320... 








see information request blank, pgs. 12-13 
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Low-Priced Fire Gun 
Produces Windproof, Smokeless Heat of 2000° F. 


Uses—Utility torches for general maintenance work— 
drying and heating, disinfecting, thawing, etc. 
Features—Units are portable, lightweight, sturdily built, 
windproof and smokeless. Produces quick, intense heat; 
delivers large flame at 2000 deg. F. 





Description—Three sizes available. Flame size varies 
from 4” by 36” to 2” by 20”. Complete outfit consists 
of a 2 (or 4 or 5, depending upon size) gallon capacity, 
all welded steel fuel tank tested at 100 lbs. pressure. 
Deeply recessed bottom provides strong wearing edge for 
fuel tank. Tank is fitted with a handle and quick acting, 
heavy brass long stroke pump. 60 lb. air pressure gauge 
and 6 ft. oil resisting hose with brass couplings connect 
to a fully enclosed, seamless steel coil burner. Overall 
length of burner is 36”. Burns kerosene, coal oil, range 
oil or light furnace oil. Fuel consumption varies with 
three models from 1% to % gallons per hour. Bulletin 
No. 1034 gives details. 

HAUCK MFG. CO., Dept. FEP, 124 Tenth Street, Brook- 
lyn, N. Y. 


When inquiring specify FEP321 . . . see information request blank, pgs. 12-13 


Fluorescent Lighting 


Uses—For general illumination and intense local lighting. 
Performance—At 10 ft. mounting height, unit will deliver 
23 foot-candles on floor directly under the unit and 9 foot 
candles on the floor ten feet distant from lighting unit in 
any direction. Maker states measurements were taken 
with white lamps at 118 volts. 





Description—Lighting units have adjustable reflectors, 
with individual reflector for each lamp. Various styles 
available, and No. 1 unit gives up-light as well as down- 
light with consequent increase in visibility. FI-200 model 
uses two 100 watt fluorescent lamps. Has vitreous porce- 
lain enamel reflectors. Overall length is 60%”, width 
across bottom of reflectors is 15”, depth 734”. Raceway 
is finished in gray Hammerloid. Provisions are made for 
chain suspension and conduit. 


HOLDENLINE CoO., Dept. FEP, 1960 East 57th St., Cleve- 
land, Ohio. 


When inquiring specify FEP322 . . . see information request blank, pgs. 12-13 











FOOD EQUIPMENT PREVIEW 


New Literature (Con. ) 


Cleaning and Germicidal Materials and 
Methods 


Fact-filled, 16-page booklet discusses cleaning methods 
for food canning and packing plants. Subjects discussed 
cover cleansing of cookers, vats, kettles, fillers, labeling 
equipment, etc.; cleaning cans before labeling; washing 
filter cloths. Case histories are given on various subjects 
and data and specific directions are supplied for cleaning 
processing equipment fabricated from aluminum, copper, 
stainless steel, Monel, etc.; controlling bacteria with 
chlorine germicidal solutions by spraying, flushing and 
immersion methods; controlling odors; air conditioning 
maintenance, etc. Folder is available on request. 


OAKITE PRODUCTS, INC., Devt. FEP, 27A Thames St.. New 
York, N. Y. 
When inquiring specify FEP323 . . . see information request blank, pgs. 12-13 


satcasimaniiiiei Ni Cintas aie 
Magnifiers and Readers 


16-page catalog and cover used to display maker’s line of 
magnifiers and readers. Foreword has question-and- 
answer section on magnifiers. Wide variety of products 
are shown with photographs and specific data about each. 
Dissecting microscopes, pocket magnifiers, reading glass- 
es, focusing and measuring magnifiers, linen testers, etc. 
are shown in detail. Catalog I-15 is available. 

BAUSCH & LOMB OPTICAL CO., Dept. FEP, Rochester, N. Y. 
When inquiring specify FEP324 . . . see information request blank, pgs. 12-13 
aicsetanaienblledzenaiese 
Selection of Lubricants 


Many special and regular types of lubricants are covered 
in this 16-page booklet. Physical characteristics, oper- 
ating recommendations and other descriptive material is 
included for this manufacturer’s line of lubricants. Fluid 
types are discussed as well as several kinds of greases, 
with recommendations for use on various types of equip- 
ment. Many users are listed. Folder “Lubriplate Film” 
is available on request. 


FISKE BROS. REFINING CO., Lubriplate Div., Dept. FEP, 
Newark, N. J. 


When inquiring specify FEP325 . . . see information request blank, pgs. 12-13 


O 
Engineering Data On Downblast 
Speed Heaters 


16-page, two-color booklet contains many tables of speci- 
fications for downblast speed heaters including conver- 
sion tables, coefficients for calculating heat losses, forced 
hot water capacities, and general capacity tables for many 
models of these heaters. One section shows piping dia- 
grams and mounting heights and floor coverage. Catalog 
No. 454 is available on request. 

B. F. STURTEVANT CO., Dept. FEP, Hyde Park, Boston, Mass. 
When inquiring specify FEP326 . . . see information request blank, pgs. 12-13 


x Reman 
Positive Displacement Blowers For Raw 
Water Ice Plant Service 


Photos show standard drive arrangement and several 
models are discussed in this six-page folder on positive 
displacement blowers. Chart graphically illustrates vol- 
ume and power characteristics of these blowers. Con- 
densed selection table shows capacities of various blowers 
at pressures of 2 and 3 lbs., and at varying speeds. Folder 
R-5341 is available on request. 


ROOTS-CONNERSVILLE BLOWER CORP., Dept. FEP, Conners- 
ville, Indiana. 
When inquiring specify FEP327 ... 


a 
Handbook on Gaskets 


Sixty-four-page handbook and catalog contains advanced 
engineering data and shows many new and improved 
products. Specifications and prices are given in detail. 
Many illustrations and concise descriptions make this 
handbook a time-saving reference. Catalog No. 53 is 
available upon request. 


GOETZE GASKET & PACKING CO., Dept. FEP, 36 Allen Ave., 
New Brunswick, N. J. 


When inquiring specify FEP328 ... 


see information request blank, pgs. 12-13 











see information request blank, pgs. 12-13 | When inquiring specify FEP330 . . 
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HAND 
PADDLES 
ARE 
TOO EXPENSIVE } 


Many a food products plant, proud of 
its efficiency and jealous of the qual- 
ity of the output, still permits work- 
men to mix by unsanitary paddle. The 
resulting mixture isn’t very good even 
in small quantities, and the longer 
mixing time keeps processing costs up 
and output down. 






Whether the mixing takes a few min- 
utes or many hours, a “LIGHTNIN” 
can do it better — and cheaper — for 
a “LIGHTNIN’s” wages are only the 
electricity it uses plus a few cents a 
day depreciation. 


“LIGHTNIN” patented double action 
Propeller Type mixing cuts power 
costs, reduces mixing time and entire- 
ly eliminates dead spots. Complete 
line includes geared and direct drive 
portables, top entering and side enter- 
ing mixers for quantities from one to 
one million gallons. 





DIRECT DRIVE Gear Mixers op- 

MIXERS erating at slow 
(Y% to 10 H.P.) speed (400 R. P. 
Units are recom- M.) are generally 
mended for light recommended for 
or medium fiq- fairly viscous liq- 
ulds, dissolved uids ranging from 


The only completely sanitary mixer, 
“LIGHTNIN” Mixers are especially 
fitted for Food Mixing. No pockets 
for bacteria — easily cleaned with 
hot water or steam. Sanitary sealed 
outboard bearing. Send for complete ma . 

literature on mixing. ponding eclids,”” Sentipsions, 8 °° 


MIXING EQUIPMENT CoO., INC. 


1085 GARSON AVENUE ROCHESTER, N. Y. 


When inquiring specify FEP329 . . . see information request blank, pgs. 12-13 


AT NO EXTRA COST 


NOW for the first time, the American 
High Efficiency Cyclone Dust Collector 
(long cone type) gives you the low initial 
cost and low operating cost of a cyclone 
type dust arrestor pins the high efficiency 
that is lacking in the ordinary large diam- 
eter, short cone cyclone. 


Actual collecting efficiency of this amaz- 
ing new unit is the same as obtained in 
the average wet dust collector and is 
within a small percentage of the results 
obtained with filter type collectors. 


Naturally we don’t expect you to become 
as enthusiastic as we are about the un- 
usual efficiency of this collector without 
first submitting it to a test demonstration 


on your own problem. But we promise to 
surprise you with it if you will give us 
that opportunity. 

There is no obligation of course in asking 
for either the test or literature. Write for 
Circular No. 32 today. 


American 


FOUNDRY EQUIPMENT CO. 


4 S&S. BYRKIT ST MISHAWAKA, IND 


- see information request blank, pgs. 12-13 
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PROMPT DELIVERY! 


aReever MegerA 

A gh - spee eavy - 
duty deluxe Pipe and 
Bolt Machine. Range % 
to 2-inch—up to 12-inch 
with geared tools and 
drive shaft. Bolts, % to 
2-inch. From 50 = 
Wt. 415 Ibs. Ask for Bul- 
letin-A. 








Beaver Model-B 
A light-weight utility 
Pipe and Bolt Machine 
combining many _  fea- 
tures of Model-A with 
oly - 


drive shaft and geared 
. Bolts up to 1%- 
inch. ire 280 Ibs. 
From $217.50 up. Ask for 
Bulletin-B. 





Beaver Model-C 
A sturdy little 
Power Unit 

Converts Hand Pipe 
Tools into Power Tools 
from % to _ 8-inches. 
Threads 8-inch in 6 min- 
utes ae oon 4 
° -inch. Equippe 
with automatic chuck 
wrench ejector—a safe- 
ty feature. Two men can 
use it at the same time 
without interference. 
ey i Oe 
abou 50 lbs. From 
nee . Write for 
ulletin-C. 


dl gepBee VERY ee 
Highest Quality * WARREN, OHIO * For~ 40 Years” 
141 REVIEW AVENUE 


When inquiring specify FEP331... 








see information request blank, pgs. 12-13 


———___Q—___. 


Bread 


Bananas 


Beans! 


No matter what the 
product, an American 
MonoRail system 
moves it quickly, 
easily and safely 
through storage or 
process at low hand- 
ling cost. Specialized 
engineering service 
is available to help 
solve your particular 
problems. 


Write for copy of ‘Blue Book” 
showing hundreds of illustrations. 


The American MonoRail Co. 
13109 Athens Avenue Cleveland, Ohio 


When inquiring specify FEP332 . . . see information request blank, pgs. 12-13 











FOOD EQUIPMENT PREVIEW 


New Literature (Con.) 


“Effect of Water Conditions on Selection of 
Pump Materials’’ 


Four-page bulletin points out need for careful investiga- 
tion of water conditions and presents factors in water that 
affect performance and service of pumping units. Effects 
of the various factors on different pump materials are 
discussed with particular reference to influence of pH 


value. Chart shows proper materials recommended for 
various pH ranges. Bulletin R-6108 is available upon re- 
quest. 


ALLIS-CHALMERS MFG. CO., Feedwater Div,. Dept. FEP, Mil- 
waukee, s. 
When inquiring specify FEP333 . . . see information request blank, pgs. 12-13 


pernserrnsecna 


Grain Cleaning Equipment 
Eight-page booklet employs many large photos and line 
drawings to best display this grain cleaning machinery. 
Cut-away drawings show the operating details of the 
Grade-Maker illustrating flow of grain and discharge 
points of separation. Complete specifications are included. 
Grade-Maker Bulletin is available on request. 
RICHMOND MFG. CO., Dept. FEP, Lockport, N. Y. 

When inquiring specify FEP334 . . . see information request blank, pgs. 12-13 
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‘Improved Maintenance of Metal Surfaces 
With Zinc Dust Paints’’ 


Well illustrated, 36-page-and-cover booklet of 6x9 inch 
size contains scores of photographs of zinc paint in many 
applications. General material describes physical char- 
acteristics and major features of zinc dust paints. A par- 
ticular feature of the booklet is the painting of galvanized 
iron, with suggestions for pre-treatment before painting. 
Booklet is available on request. 

NEW JERSEY ZINC CO., Dept. FEP, 160 Front St., New York, 


When inquiring specify FEP336 . . . see information request blank, pgs. 12-13 
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Liquid Diffusers and Sprayers for Commer- 
cial Dispersion of Insecticides, Disin- 
fectants, Fumigants, Etc. 


Four-page folder gives specifications on various types 
and models of portable and stationary diffusers for use 
in a wide variety of applications where sanitation is 
important. Units are directly connected to factory steam 
or air lines. Close-up drawing shows construction and 
operating details. Folder is available. 

FUMERAL CO., Dept. FEP, Racine, Wisconsin. 

When inquiring specify FEP336 .. . see information request blank, pgs. 12-13 
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Liquid Vibrating Screens 


Two-color, 8-page folder contains engineering details and 
specifications of liquid vibrating screens. Several in- 
stallation photos show the equipment in use. Screens 
have wide application for clarifying liquids, dewatering 
solids and a combination of these two functions in such 
processes as handling distillery slop, soy bean oil, fish oil, 
fruit juices, sewage sludge, etc. Bulletin No. 107 is 
available. 

ROBINS CONVEYING BELT CO., Dept. FEP, Passaic, N. J. 

When inquiring specify FEP337 . . . see information request blank, pgs. 12-13 
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Prevention and Removal of Hard Scale in 
Steam Boilers, Heaters, Etc. 


Engineering specifications for installing a process of scale 
prevention, including blueprint flow diagrams, comprise 
this two-color, four-page bulletin. Accompanying bulle- 
tin are several summaries of case histories typical of the 
application of the process for preventing scale formations 
in boilers, heaters, water jackets, cooling towers, con- 
denser tubes, etc. Bulletin No. 12 is available. 
ACTIVATOR PROCESS SALES CO., Dept. FEP, 501 S. Marengo 
Ave., Alhambra, Calif. 


When inquiring specify FEP338 . . . see information request blank, pgs. 12-13 
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Sanitary Food Pump 


Bucket Design Has Automatic Take-up for Wear 


Uses—For handling 
hot or cold liquids 
or semi-solids such 
as corn, peas, toma- 
toes, dog food, may- 
onnaise, molasses, 
peanut butter, hot 
lard, vegetable oils, 
vinegar, etc. 
Features — Bucket 
design provides au- 
tomatic take-up for 
wear which means 
there is no loss of 
volumetric effici- 
ency during life of 
buckets. Buckets are 
replaceable at nom- 
inal cost and restore pump to original efficiency. Stream- 
lined design, has no pockets or “dead spots” where 
pumpage might collect and spoil. Clamp type head, 
buckets and impeller are easily removable for cleaning. 
Positive displacement feature meets high suction de- 
mands, and variations in discharging heat. Requires no 
priming — important on the portable unit. 
Description—Pumps are built in two sizes; rated capaci- 
ties 50 and 100 GPM. All units are tested against maxi- 
mum operating pressure of 50 lbs. per sq. in., and must 
make a 27 ft. suction left. Three types of connections are 
available: ground joint or gasket joint sanitary connec- 
tions and standard external pipe threads—all types are 
for 2” fittings. Rotation of pumps is clockwise (looking 
from power end of shaft) and not reversible. Intake is on 
right side, discharge on left. Drive may be either belt 
or electric motor. 


BLACKMER PUMP CO., Dept. FEP, 1841 Century Ave., 
S. W., Grand Rapids, Mich. 
When inquiring specify FEP339 . . . see information request blank, pgs. 12-13 


Jacketed Syrup Mixer 


Has Six U-Shaped Paddle Mixers In Opposing 
Positions 





Uses — Primary 
purpose is to pro- 
vide speedy dis- 
persion and solu- 
tion of mixed in- 
gredients in com- 
paratively large 
quantities. Mixer 
shown is used on 
chocolate liquors 





and heat is essen- ni fl 1 
tial part of mixing ———— d+ 
operation. LW U a) 


Features — Thor- 

ough, speedy mixing action is accomplished by use of six 
U-shaped paddle mixers located in opposing positions 
along the central shaft. Powerful mixing action is caused 
by sweep of each paddle through the liquid in its own 
path of revolution, each paddle cutting through a zone of 
turbulence set up in the area between it and the next 
paddle in the same position. Since each paddle is set to 
come close to bottom and sides of tank for practically 
half it inner surface, thorough and speedy mixing is ac- 
complished, or emulsification if speed is increased. 
Description—Mixer shown has capacity of about 1500 gal- 
lons of liquid. It is of welded steel construction, with 
outer steam jacket covering half the surface of tank at 
bottom. Paddles are built up by welding pieces of steel 
plate for use in handling viscous mixes; they can be re- 
placed with small cost. 

L. O. KOVEN & BROTHER, INC., Dept. FEP, Jersey 
City, N. J. 


When inquiring specify FEP340 . . . see information request blank, pgs. 12-13 
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Adjustable Tank Support | 


Eliminates Fixed Concrete Foundations 


Uses — For use on 
tanks, stills, vats, 
autoclaves, filters, 
water softeners and 
other vessels used 
in food processing. 

Features — These 
tank supports pro- 
vide quick adjust- 
ment for leveling 
tanks and pitch for 
gravity flow. They 
eliminate fixed con- 
crete foundations 
and shimming of 
adjustable legs or 
supports. Bacterial 
pockets are elimi- 
nated and flushing 
of floors under 
tanks is made easier. 
Circulation of room temperature air around tanks is fa- 
cilitated because of small contact area between saddles 
and tanks. 

Description—Units consist of a base or housing of various 
sizes with a forged steel screw upon the rounded top of 
which a saddle of suitable shape is rested. 12 types of 
saddles are provided for welding to tanks of any diam- 
eter, and for supporting I-beam or wood beams. Saddles 
can be welded directly to tanks or to cradle bands; par- 
ticularly advantageous where horizontal wooden tanks 
are used. Complete engineering data are contained in 
Bulletin 835. 

TEMPLETON, KENLY & CO., Dept. FEP, 1020 S. Central 
Ave., Chicago, Ill. 


When inquiring specify FEP341 . . . see information request blank, pgs. 12-13 
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PULPER 


Instant Adjustment for Pomace Without 
Stopping Machine 


Uses — For pulping 
of tomatoes, pump- 
kin, citrus fruits, 
apple butter, apple 


sauce, baby foods, 
etc. 
Features — These 


large capacity ma- 
chines are fully en- 
closed, thus elimin- 
ating air entering 
the product being 
processed. Elimin- 
ates lost production 
time as adjustments 
for degree of moisture in pomace can be made instantly 
without stopping the machine. Avoids waste of raw 
product and increases the yield — sound firm ripe to- 
matoes may be run extremely dry and those less 
extremely wet, thereby eliminating considerable mold. 
Description—Hood and underpan are made of one piece 
of monel metal, as are the screen and hopper. Machine 
has bronze intake and discharge, paddles and paddle 
rams, with Tobin bronze shaft. Sturdy cast iron frame. 
Pulping chamber is in shape of truncated cone. Slight 
movement of adjusting wheel changes pomace to degree 
of dryness indicated by quality of raw stock. This is ac- 
complished by moving paddles toward discharge or intake 
end, for wetter or dryer pomace, respectively. The pulper 
is made in two models: “A” has capacity of 20 to 50 tons 
per hour and “B” has 10 to 25 tons per hour capacity, 
depending upon product. 

F. H. LANGSENKAMP CO., Dept. FEP, 229 East South 
St., Indianapolis, Ind. 


When inquiring specify FEP342 . . . see information request blank, pgs. 12-13 










































































FOOD EQUIPMENT PREVIEW 


New Literature (Con.) 


Sanitary Pump—Homogenizer— 
**Kom-bi-nator”’ 


8-page folder gives details of this maker’s line of sanitary 
pumps, homogenizers and “Kom-bi-nator” (unit that 
grinds, mixes, blends, emulsifies, homogenizes, stabilizes). 
Major feature of the units are shown in large photos and 
descriptive material is plentiful. Flowmaster Bulletin is 
available on request. 


MARCO CO., INC., Devt. FEP, 5325 Westminster Ave., Phila- 
delphia, Pa. 


When inquiring specify FEP343 . . . see information request blank, pgs. 12-13 
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Rubber Tired Wheels 


Pocket-size booklet, about 4” x 8”, shows many types of 
rubber tired wheels for industry. Scores of detailed 
photos show individual types and applications. Complete 
specifications are included with selection tables for secur- 
ing right wheel for right job. Prices are indicated. Book- 
let is available upon request. 


— & HECHT, INC., Dept. FEP, 200 Farnam, Davenport, 
owa. 


When inquiring specify FEP344 . . . see information request blank, pgs. 12-13 
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Oilless Bearings 
Four-page folder, in two colors, shows many styles and 
sizes of these oilless bearings. Included is a list of equip- 
ment on which bearings are used. Major features of bear- 
ings are stressed. Folder is available on request. 


NOLU OILLESS BEARING CO., Dept. FEP, 18 East Johnson St., 
Germantown, Philadelphia, Pa. 


When inquiring specify FEP345 . . . see information request blank, pgs. 12-13 
—————_O——— 


V-Belt Data Book 


Data book of 170 pages supplies much information on use 
of V-Belts and requirements for many types of equip- 
ment such as electric refrigerators, water pumps, slicing 
machines, stokers and oil burners, etc. Conversion list- 
ings occupy another large section of booklet. Detailed 
specifications and listings are included. Booklet is avail- 
able on request. 

B. F. GOODRICH CO., Dept. FEP, Akron, Ohio. 

When inquiring specify FEPS46 . . . see information request blank, pgs. 12-13 

————_O. 


Shaft Seals Prevent Leakage Around 
Rotating Shafts 


Twenty-page booklet shows some 32 types of shaft seals 
used to prevent leakage of gas or liquid around a rotating 
shaft where the shaft extends into a vessel or enclosure. 
Designs shown, all having line drawings of construction, 
are for pressures up to 200 lbs. per sq. in. and for shaft 
sizes from %-inch up; ordinarily used on shaft runnings 
speeds of 300 to 400 r.p.m. Booklet contains specifica- 
tions, dimensions, operating characteristics, etc. Bulle- 
tin No. 825 is available on request. 

FULTON SYLPHON CO., Dept. FEP, Knoxville, Tenn. 

When inquiring specify FEP347 . . . see information request blank, pgs. 12-13 
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Automatic Safety Trap Spout Magnets 
Bulletin describes a line of automatic safety trap spout 
magnets, for use in milling, feed and allied industries. 
Descriptive data, specifications, illustrations and draw- 
ings for making installations are included in Bulletin 
No. 92-C, available on request. 

STEARNS MAGNETIC MFG. CO., Dept. FEP, Milwaukee, Wis. 
When inquiring specify FEP348 . . . see information request blank, pgs. 12-13 
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Washroom Planning Suggestions 
Thirty-six-page booklet contains many illustrations of 
washfountains, multi-stall showers, drinking fountains, 
etc. Specifications and washroom planning suggestions 
are featured. Catalog 1941 is available upon request. 


BRADLEY WASHFOUNTAIN CO., Dept. FEP, 2257 West Michi- 
gan St., Milwaukee, Wis 


When inquiring specify FEP349 . . . see information request blank, pgs. 12-13 
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SYRUP COOLERS That Prevent 
Harmful Metallic Contamination 


This corn syrup cooler, 
14’ 0” high and 11’ 0” in 
diameter, fabricated from 
Lukens Nickel-Clad Steel 
has been in service three 
years. Except for the bottom 
course 3’ 0” high of mild 
steel, it is constructed with 
shell of 5/16” thick 20% 
Lukens Nickel-Clad Steel, 
with 1/2” thick 10% cover. 
The 12” elbow at the top, 
to carry off vapors, is 5/16” 
thick 20% Lukens Nickel- 
Clad Steel. The cooler was 
built by Monarch Tank & 
Metal Fabricating Com- 
pany, division of Kaustine 
Company, Perry, N. Y., to 
designs of Croll-Reynolds Company, New York, N. Y. 

For further data on the advantages of Lukens Nickel-Clad, 
Inconel-Clad and Monel-Clad Steels in food and beverage equip- 
ment address Lukens Steel Company, 122 Lukens Building, 
Coatesville, Pa. 








When inquiring specify FEP360 . . . see information request blank, pgs. 12-13 
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MAKE HAULING EASIER 





@ Factory loads of all kinds can be 
moved more quickly and with less 
effort on vehicles equipped with 
General Jumbo Jr. industrial pneu- 
matic tires. Jumbo Jrs. ‘float’ the 
loads over rough surfaces that would 
hinder movement of metal wheels or 
solid tires. 
Shown here is an Ideal Food Con- 
veyor manufactured by the Swarts- 
baugh Manufacturing Co., Toledo, O. 
Users of this equipment report that 
in every way the Jumbo Jr. tire-tube- 
wheel combination is superior to 
previously used wheel equipment. 
For complete information and new meter. Load capacity 180 Ibs 
catalog, write to 1500 Ibs. per tire. 2-4-6 
THE GENERAL TIRE & RUBBER COMPANY [iabaubea AUuubeicaael 
Akron, Ohio 


GENERAL" 


Tires 8° to 24°’ overall dia 


tubes and heavy duty wheels 





INDUSTRIAL BALLOON TIRES 





When inquiring specify FEP361 . . . see information request blank, pgs. 12-13 
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CLEANER, BETTER, 
CHEAPER MIXING 


Eastern mixers are especially adapt- 

able for food mixing processes, as 

they are absolutely oil-tight, and, in 

stainless steel or monel metal, they 

can impart no taint to the product. 

These metals are easy to keep clean, 
and of course never tarnish. 
The efficiency and dependabil- 
ity of Eastern Mixers are uni- 
versally known. 


Model H-1 
Portable 


Write for our Mixing 
Manual which shows the 
entire Eastern line of Mix- 
ers and gives valuable en- 
gineering data on mixing 
problems. 


EASTERN PUMPS 
FOR 


EVERY PURPOSE 


Eastern Midget 


Pumps 
are fast becoming the 
standard in industry for 
low original cost, high 
operating efficiency, and 
their ability to out per- 
form pumps of much 
greater cost and size, 
Available in monel metal, 
stainless steel and other 
alloys. Prices from 


$21.50. 


Let us send you our new booklet, 
“Eastern Midget Pumps,” which de- 
seribes the full Eastern line of pumps, 
and gives specifications and perform- 
ance charts. 


EASTERN ENGINEERING CO. 


44 Fox Street, New Haven, Conn. 


see information request blank, pgs. 12-13 


When inquiring specify FEP352 ... 
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ERE’S nothing mysterious 

about the big savings that 
are being effected by the John- 
son ‘‘Pressure Equalizing’ Boiler 
Feed Pump. Most boiler feed 
pumps cannot return condensate 
hotter than 175° because of va- 
por locking. The Johnson Pump, 
however, can handle condensate 
as hot as 259°, because it places 
boiler pressure on the pump inlet, 
automatically equalizing it with 
the boiler pressure during pump- 
ing cycles. This 84° heat gain 
ean mean actual cash fuel sav- 
ings of more than 72%, an enor- 
mous dividend on the moderate 
cost of the pump. The ‘Pressure 
Equalizing’’ principle also per- 
mits the use of a low-speed, low- 
maintenance pump that cuts pump- 
ing power cost 60% or more. 
























Ask for new 20-page bulletin 










“Pressure equalizing” 


Principle 
Condensate enters inlet (1) fill- 
ing equalizing chamber (2) un- are pumped into boiler, inlet 
til water across electrodes (3) (4) is automatically closed, 
completes circuit to relay (6) pump is simultaneously 
which operates two way valve stopped, and steam is ex- 
admitting steam from boiler hausted to receiver through 
through inlet (4) to equalizing port (5). 


“Product OI eRe ULE ACI eC 


834 WOOD ST., THREE RIVERS MICHIGAN 





chamber and simultaneously 
starting pump. When contents 









When inquiring specify FEP353 . . . see information request blank, pgs. 12-13 
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New Literature (Con.) 


Filter Presses For Food Processing 


Six-page, two-color folder contains many photos of food 
plant installations and various models of filter presses. 
Major features are discussed in detail with a line draw- 
ing to show construction and operation. Range of ma- 
terials handled is shown in a long list—from apple juice 
to yeast. Bulletin No. 110 is available. 

T. SHRIVER & CO., Dept. FEP, 830 Hamilton St., Harrison, N. J. 
When inquiring specify FEP354 . . . see information request blank, pgs. 12-13 
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Laboratory Thermometers & Hydrometers 
Effective photographs illustrate this 16-page catalog for 
many types of thermometers and hydrometers. Price and 
specifications are included with temperature conversion 
tables, Baume-Specific gravity conversion table, etc. Cat- 
alog No. 1100 B is available on request. 

C. J. TAGLIABUE MFG. CO., Dept. FEP, Park & Nostrand Aves., 
Brooklyn, N. Y. 

When inquiring specify FEP355 . . . see information request blank, pgs. 12-13 


O 
Liquid Vibrating Screen 


“Don’t Dump Dollars Down Sewers” is title of new folder 
on liquid vibrating screens for removal of solids from 
liquids. In addition to illustrating and describing the 
unit, typical installations shown include handling fish 
oil, fine rubber, asparagus, vegetable refuse, phosphate 
rock, etc. Folder No. 1877 is available on request. 

LINK-BELT CO., Dept. FEP, 307 N. Michigan Ave., Chicago, Ill. 
When inquiring specify FEP356 . . . see information request blank, pgs. 12-13 
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Air-Motored Agitators 
Four-page, 8 x 11 inch folder illustrates and describes the 
various types and sizes of air-motored agitators made by 
this manufacturer. Mixers described include explosion- 
proof and splash-proof types with variable speeds from 
30 to 6000 RPM. Folder is available upon request. 


ECLIPSE AIR BRUSH CO., Dept. FEP, 390 Park Ave., New- 
ark, N, J. 
When inquiring specify FEP357.. . 





see information request blank, pgs. 12-13 


O—————— 


Conveyors and Handling Equipment 
6-page folder, “Setting The Pace for Plant Efficiency in 
Food Industries,” illustrates and describes in detail vari- 
ous types of conveyor installations in many kinds of food 
manufacturing plants. Bulletin No. 401 is available on 
request. 

STANDARD CONVEYOR CO., Dept. FEP, North St. Paul, Minn. 
When inquiring specify FEP358 . . . see information request blank, pgs. 12-13 
ae 


Water Scale and Rust Removal 
Twenty-page, pocket-size booklet contains many sugges- 
tions for use of this material (Oakite Compound No. 32) 
for removing hard water scales, rust and similar de- 
posits. Photos and drawing show types of equipment, 
“before-and-after” examples, and suggested uses for the 
material. Booklet is available on request. 

OARITE PRODUCTS, INC., Dept. FEP, 57 Thames St., New York, 


see information request blank, pgs. 12-13 


When inquiring specify FEP359 .. . 
aeandll 


Portable Electric Tools 


60-page, 84x11 inch catalog shows a complete line of 
portable electric tools including sanders, trimmers, grind- 





ers, drills, saws, blowers and suction cleaners, etc. Price 
list accompanies the booklet. Many drawings and photos 
illustrate the many models and their applications. De- 


tailed specifications are given. Catalog No. 42 is avail- 
able on request. 
SKILSAW, INC., Dept. FEP, 5033 Elston Ave., Chicago, Il. 


When inquiring specify FEP360 . . . see information request blank, pgs. 12-13 


To secure FOOD EQUIPMENT PREVIEW for 
your key men, turn to ‘request slip’... pages 12-13. 
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Important Food Product Companies 
Install Bradley Washfountains 


Among the long list of users of Bradley Group Type 
Wash Fixtures are: 


Coca Cola 

Kingan Packing Co. 

Horn & Hardart 

Kroger Grocery & 
Baking Co. 

Riserbank Canning Co. 

Ralston-Purina Co. 

Visking Corp. 

Wilson & Co. 

Campbell Soup Co. 


Purity Baking Co. 

Premier-Pabst Corp. 

Drake Baking Co. 

Holly Sugar Corp. 

Dugan Bros. 

Canadian Sugar Factories 

Assoc. Biscuit Co. 

Calif. & Hawaiian Sugar 
Ref. Corp. 

A. E. Staley Mfg. Co. 





Illustrating the half-circle Washfountain. 
Also made in full-circle type to serve 8 
to 10 persons simultaneously. 

If you employ 15 or more,—Bradley Washfountains 
will provide modern sanitary washing facilities at 
lower initial and maintenance costs. A 54-inch 
Bradley serves up to 10 persons and provides clean, 
running water to each from a central sprayhead. The 
makers, BRADLEY WASHFOUNTAIN CO., 2267 W. 
Michigan St., Milwaukee, Wisconsin, will be glad to 
mail you a copy of “Washroom Layout Booklet” on 
request. 


When inquiring specify FEP361 . . . see information request blank, pgs. 12-13 
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1500 Deg. Insulation in 
Block and Pipe Form 


Uses—“L-W Superex” is offered for use generally in 
stationary and marine power plant equipment and piping, 
the blocks being suitable for use in industrial furnaces, 
oven, kilns, roasters, regenerators, high temperature 
mains, flues and stacks, where the insulation will be 
subjected to temperatures between 600 deg. and 1500 deg. 
F. Sectional form of the material is used for piping and 
headers with the same temperature range. 





Description—lInsulation is of the moulded diatomaceous 
silica type. Light weight, weighing only 20 lb. per cu. ft. 
Blocks are furnished 3”, 6”, 9” and 12” wide in standard 
lengths of 18” and 36”, and in thicknesses from 1” to 4”. 
Curved blocks are also available. Pipe insulation is 
supplied to fit standard pipe sizes, in sections or seg- 
ments 3 ft. long and up to 2%” thick. Material is marked 
with green ends to distinguish it from other products. 
JOHNS-MANVILLE CO., Dept. FEP, 22 East 40th St., 
New York, N. Y. 


When inquiring specify FEP362 . . . see information request blank, pgs. 12-13 
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34,300 Copies of This Issue 
. .. covering all lines of food manufacturing plants. . . 
Bakeries, Bottlers, Brewers and Distillers, Canneries, 
» Condensed Milk, Confectioners, Dairies, Flavor- 
ing Extracts, Flour and Grist Mills, Frozen Foods, Ice 
Cream, Ice Plants, Meat and Meat Products, Oil and Fats, 
Sugar Refineries, and many allied lines. 
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Would You Like 

To Receive 

FOOD EQUIPMENT PREVIEW 
Regularly, Without Cost? 


FOOD EQUIPMENT PREVIEW is sent 
only to responsible production and plant 
maintenance men in food manufacturing 
plants, at their request. To such men there 


is no charge for this service. 


If you wish to receive FOOD EQUIPMENT 
PREVIEW regularly, turn to pages 12-13, 
tear off the request slip and fill in your 
name, title, firm, etc. Then send this to the 
publishers. 


WARNING: Unless your request is re- 
ceived, you may miss future issues. This 
copy is sent to your firm. Such mailings 
may soon be discontinued. 


FOOD EQUIPMENT PREVIEW 
737 N. Michigan Ave., Chicago, Hl. 
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Spray Drying Nozzles 
Produce Highly Atomized Hollow Cone Spray 
With Uniform Distribution 


Uses—Nozzles are used for 
hydraulic spray drying of 
milk and other liquids. 
Description — Nozzles are 
available in either tin plated 
iron or stainless steel. Ori- 
fice and core tip are replace- 
able and can be had in 
either a highly abrasive re- 
sistant hardened steel or 
tungsten carbide. Pipe connection is %4” female. Ori- 
fice size varies from .0135 to .038; operating pressures 
from 1,000 to 5,000 pounds. 


SPRAYING SYSTEMS CO., Dept. FEP, 4021-27 West 
Lake Street, Chicago, Ill. 
When inquiring specify FEP363 . . 


Steel Strap Cutter 


Small, Inexpensive 





+ see information request blank, pgs. 12-13 


Uses—For cutting and removing steel strapping from 
bundles, cartons, or boxes. Using the sardine can key 
opener idea, these small, inexpensive cutters can be sent 
with individual cartons or cases for convenience of person 
receiving the package. 

Description—Known as “Signips,” cutters are available 
for use with strappings of 4%” x .015 size and smaller. 
They consist of a steel tongued cutting frame approxi- 
mately %4” square, and a slotted key about 4” long. Cut- 
ting frame is threaded onto strapping at time it is ap- 
plied to package and key is attached to shipment in 
special envelope to be opened by receiver. 
Operation—Slotted key is inserted into tongue of cutting 
frame and with a few easy turns of the key, strapping is 
easily and safely cut. Anyone can use the cutter. 


SIGNODE STEEL STRAPPING CO., Dept. FEP, 2607 N. 
Western Ave., Chicago, Il. 
When inquiring specify FEP364 ... 


” o 
Gas Fired Unit Heater 
Fully Automatic, Self-Contained Heating Unit 


Uses—For industrial and 
plant use, requiring no 
outside steam plant; uses 
connection to gas and 
electricity. 

Features — Fully auto- 
matic operation. Ceiling 
suspension saves floor 
space. No firing atten- 
tion is required. Elec- 
tric fan back of heating 
tubes keeps air in circu- 
lation. No outside steam 
plant is necessary. 


Description — Various 
models include the pro- 
peller, blower, floor and 
duct units. In the pro- 
peller unit (shown in 
cut), air is drawn into 
the unit by a fan. Around 
the fan are fiuw ring vanes which aid in distributing the 
air to every inch of the heating surface where the air 
gathers heat from the Multi-Thermex tubes. Air is then 
directed as desired through adjustable louvres. Gas 
burner is of the ribbon type giving intense heat where 
desired. All working parts are easily accessible. Pilot 
timing may be made from outside the unit. “Janitrol” 
Bulletin contains complete details of operation and spe- 
cifications. 


SURFACE COMBUSTION CORP., Dept. FEP, 2375 Dorr 


St., Toledo, Ohio. 
When inquiring specify FEP3GE . . 


see information request blank, pgs. 12-13 





. see information request blank, pgs. 12-13 
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NEW PFAUDLER JACKETED 
PROCESSING KETTLES 


SANITARY ROLL FLANCE 
REINFORCED BY 
WIRE ron sTRENCTH 








SANITARY | 
SUPPORT BAND | 









JACKETS BUILT TO 
ASME REQUIREMENTS 







NICKEL 
OR 


SToyEeL MONEL METAL 


Increased production due to more rapid heating, is just one of the 
outstanding features of the new line of Pfaudler Jacketed Processing 
Kettles. © jacket oomming box is used. Steam enters through a 
special steam inlet nozzle, thus effecting rapid heat transfer. here 
mixing is required, the new Pfaudler single motion agitator with 
baffles and scrapers produces action equivalent to double motion 
mixers at a much lower cost. 

All kettles are fabricated to A.S.M.E. regulations for standard jacket 
pressures of 60, 100, or 125 lbs. per square inch. True hemispherical 
shape for maximum strength. 

One piece lift-off or two piece hinged covers are obtainable in Stain- 
less Steel, Nickel or Monel metal. Sizes a from 30 to 300 gallons. 
Also available in tilting design. Bulletin 797 describes these new 
kettles. 


THE PFAUDLER CO., Rochester, N. Y. 


za 


see information request blank, pgs. 12-13 


Representatives in principal cities. 





When inquiring specify FEP366 ... 


The New Model 40 
DURIRON Pump 





For vinegars, citric acid, fruit juices, condi- 
ments and other food products, Non-contam- 
inating; not affected by the acids. 


Many new features: ball-bearing; renewable shroud; 
micro-adjusting impeller; streamlined design; higher 
efficiencies; lower power requirements. mapeetanny 
desirable for use on alcohol denaturing mixing col- 
umns; filter press work; acid transferring; any food 
processing operation. 


Write for Bulletin No. 810—for complete data. 


Inc. 


The DURIRON COMPANY, 


| Of fice an , al 





When inquiring specify FEP367 . . . see information request blank, pgs. 12-13 
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Manufacturers for over 30 years 
Electric Propelled \NDUSTRIAL 
TRUCKS for the Food Industry 


a 





This latest type 
“AUTOMATIC” is win- 
ning wide accept- 
ance by users every- 
where as an effi- 
cient - economical 
material handling 
= unit to cut handling 
ee costs and eliminate 
needless rehandling. 


Outstanding features 
are light weight con- 
struction for elevator 
and upper floor opera- 
tion — compactness — 
requires minimum aisle 
or runway. Will oper- 
ate easily in and out of 
box cars or trucks. Has 
maximum telescopic lift 
for high vertical stor- 
age. Uprights collapse 
for low door clearance. 
Available in capacities 
1000 and 2000 pounds. 
Request full details and 
prices. 





ay aT 
_ 


Pret 


* 


Se dae 


* 
a 
* 


ee. 
th: 
Li 


Listed Under Reexamination Service 
) of UNDERWRITERS’ LABORATORIES 


v 


AUTOMATIC TRANSPORTATION COMPANY 


119 W. 87th Street 





Chicago, Illinois 


see information request blank, pgs. 12-13 


When inquiring specify FEP368 .. . 





FOOD EQUIPMENT PREVIEW 


All-Steel Display Rack 


Design Styled for Particular Products 


Uses — For displaying manufac- 
turer’s products in retail food 
markets. 

Description — Stand shown in 
cut was specially designed for a 
food manufacturer. It is of all- 
steel construction with a baked- 
on, enamel finish. The stand is 
50” high, 12” deep and 36” long. 
It is shipped fully assembled in 
a carton, ready for use. Edges 
of the two top shelves are rolled 
for price tickets and the front 
and rear standard faces have 
rolled in mouldings for change- 
able ticket signs. 

E. O. BULMAN MFG. CO., Dept. 
FEP, 1705 Elizabeth Avenue, 
Grand Rapids, Michigan. 


When inquiring specify FEP369 . . 


ere, eee 


Fire Observation Port 
Check Furnace Without Admitting Cold Air 


Uses — For ob- 
servation of fire, 
fuel bed, furnace 
walls and boiler 
tubes without ad- 
mitting cold air 
to furnace, thus 
encouraging suc- 
cessful and effi- 
cient boiler op- 
eration. 
Description — 
Port is 6” wide 
and 4%” high, 
permitting liber- 
al view of fur- 
nace interior. Port is covered on the inside by a shutter, 
with all air infiltration eliminated. When shutter is 
raised, port is opened and colored glass on outside dif- 
fuses glare and allows safe, clear vision. Release of han- 
dle permits cover to entirely close port. Pyrex glass is 
protected by monel metal screen when shutter is in open 
position. Price complete with anchor bolts, is $10.00. 


DETROIT STOKER CO., Dept. FEP, General Motors 
Bldg., Detroit, Mich. 


When inquiring specify FEP37O .. 


Steel Hammer Mill 


Fan Place Cross-Wise of Mill for Direct Pull 


Uses — For grind- 
ing grain, cereals, 
chemicals, etc. 
Features— Patented 
screen change fea- 
ture enables opera- 
tor to change to 
any desired screen 
size in few seconds 
from main operat- 
ing floor. Change is 
made from main operating floor by means of pulleys and 
cables to drum on main floor — one turn of crank re- 
places next size s“reen. Fan is placed cross-wise of mill 
thus giving a direct suction with rotation of cylinder rotor 
which tends to increase capacities. 

Description — Machine is enclosed in steel housing, 
mounted on two main bearings, complete with cylinder 
arranged for swing hammer operation. Unit has four 





- see information request blank, pgs. 12-13 


. see information request blank, pgs. 12-13 
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speeding equipment for uniformity of materials entering 
grinder. Loads can be regulated within 1 H.P. on amp- 
meter at all times. Cylinders are built full diameter size 
to operate at 1750 R.P.M. Screen is held in place by 
eccentric lever which is released before turning crank 
(when changing screen sizes) and dropped in place again 
after change is made; screen is sealed tight so there is no 
dusting or blowing. 

D. E. HUGHES CO., Dept. FEP, Hopkins, Mich. 

When inquiring specify FEP371 . . 


erence eee 


Multi-Speed Motors 


Low First Cost & Maintenance — Efficient 
Low-Speed Operation 


. see information request blank, pgs. 12-13 


Uses — Where 
machines or 
equipment, for 
best operation, 
require that 
they be driven 
at more than 
one speed, 
such as air 
compressors, 
reciprocating 
pumps, mix- 
ers, stokers, 
conveyors, 
hoists, centri- 
fugal pumps, 
blowers, etc. Ag 
Features—Multi-speed, squirrel-cage motor’has constant 
speed at any of 2, 3 or 4 selective speeds — does not vary 
with fluctuating load conditions. Simple construction — 
needs no expensive brushes or collector rings — gives low 
first cost. Less wearing parts, lower maintenance. 
Description—Motors are built in 2, 3 and 4 speeds. Grind 
finish is provided on both rotor and stator to assure uni- 
form air gap. Special insulating varnish gives windings 
complete protection against moisture, oil and grease. 
Motors are supplied in the standard open, totally-en- 
closed, splash-proof or explosion-proof in size range from 
% to 150 H.P. Each connection to leads for three selec- 
tive speeds produces a motor of similar characteristics to a 
single-speed, squirrel-cage motor. Motor frames are 
somewhat larger than for corresponding H.P. and speed 
of single-speed motor. Bulletin M-50 gives complete 
details. 

HOWELL ELECTRIC MOTORS CO., Dept. FEP, Howell, 
Mich. 

When inquiring specify FEP372 . . 





. see information request blank, pgs. 12-13 





Joint Sealing Compound 


Tight Joints; Will Not Flavor or Discolor Liquids 


Uses—For use in fabricating threaded and flanged con- 
nections on pipe lines and equipment handling steam, 
liquids and combustible gases. 

Features—Maker states that the compound does not con- 
tain any ingredients that would be harmful to food or 
food products. Assures tight joints and permits ready 
breaking of joints after long service. Economical, as 
compound’s weight is less than one-third of red lead 
mixtures and will spread three times as far. Insoluble in 
oils (mineral, vegetable or animal). Seals, lubricates and 
prevents corrosion of joints. Has high heat resistance and 
expands under heat. Will not favor or discolor liquids 
being carried. Can be stored indefinitely without spoiling. 
Easy to apply. 

Description—Compounds are made in several types for 
various uses. Material is shipped in plastic form requir- 
ing no mixing. Packed in various weight containers from 
5 ounces to 300 pounds. Folder gives suggested uses for 
various types of the compounds. 

MACKSONS CO., Dept. FEP, 123 Cedar Street, New 
York, N. Y. 


When inquiring specify FEP373 . . . see information request blank, pgs. 12-13 
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DUST-TIGHT, SANITARY CONVEYOR 


WIDE VARIETY OF MATERIALS 








be 
= Barley 
oe Beans 
m@ Borax 
Bran 
Casein 
Cereals 





Simple in design and construction, the Jeffrey Mass- 
Flo conveyor handles many materials in horizontal 
or inclined direction—self-cleaning—little agitation 
-breakage and degradation practically eliminated— 
totally enclosed—self-feeding—operates with full or 


partial load. 


Jeffrey Mass-Flio 
The Jeffrey Manufacturing Co. 


(above) handling soy 
beans in processing 
856-99 North Fourth Street Columbus, Ohio 


plant. Right—L-type 
elevator -conveyor 
showing pivoted 
flights. 


New York Huntington Birmingham Salt Lake City 
Buffalo Pittsburgh Chicago Detroit 

Boston Baltimore Houston Denver 
Philadelphia Cleveland St. Louis Terre Haute 
Scranton Cincinnati Milwaukee 


When inquiring specify FEP374 . . . see information request blank, pgs. 12-13 


Have You A New Product 


If you have recently developed a new or im- 
proved product, a piece of laboratory or plant 
equipment or a new material, of specific interest 
in any line of food manufacturing . . . send it to 
our Editors. 


Through FOOD EQUIPMENT PREVIEW’S edi- 


torial pages they will introduce it to this- great 


field . . . with more than 30,000 copies of this 
publication covering every plant. This service 
costs you nothing, and there is no obligation. 
Write— 


The Editors, FOOD EQUIPMENT PREVIEW 
737 N. Michigan Avenue 


Chicago Illinois 


e o 
Aluminum & Tin Cleaner 
Completely Soluble; Goes Into Solution 
Uses—Special alkaline silicate cleaner for use on alumin- 
um, tin and alloys of either metal. Cleaner is for use 
in removing animal, vegetable or mineral oils, as well as 
solid dirt, from sensitive metal surfaces. Applications 
in food and packing plants; also in metal working and 
finishing plants which process aluminum or tin parts re- 
quiring a cleaner that provides protection against etching 

or spangling. 

Description—Cleaner is known as “Metso 88 Special.” It 
permits effective use in either hot or cold, hard or softened 
water. It is a free rinser. Going into solution imme- 
diately, and being completely soluble, danger of material 
settling to tank bottom is eliminated. Cleaner is packed 
in concentrated liquid form and only requires dilution 
before use. Entirely safe for hand cleaning. 
PHILADELPHIA QUARTZ CO., Dept. FEP, 121 South 
Third St., Philadelphia, Pa. 


When inquiring specify FEP375 . . . see information request blank, pgs. 12-13 

















FOOD EQUIPMENT PREVIEW 


Multi-Wash System 


Uses Plain Water; Has No Screens or Filters 


Uses — For removing 
dust, fumes and odors 
arising from processing 
food and other products. 
Features—Systems uses 
only plain water as a 
cleansing medium, has 
no filters or screens and 
involves no storage or 
handling of dust. There 
is nothing to burn, wear 
or freeze. No moving 
parts other than the 
sludge pump. Pump has 
long-lasting abrasion re- 
sistant replaceable lin- 
ings. 

Operation—Fouled air is 
drawn into a scrubber 
or tower near the bot- 
tom and passes over a 
series of stationary 
vanes mounted on shelves. Water at no head pressure is 
introduced near top of unit. It passes down and is broken 
into a spray which not only wets the vanes causing air- 
borne matter to impinge on them, but washes the collected 
contamination to a sludge hopper at bottom of unit. Fumes 
and odors are washed out of the air during its intimate 
contact with the turbulent spray. Collected sludge is 
pumped to a twin-dewatering tank where solids are set- 
tled out for periodic disposal as sludge cake and water 
is circulated over and over again. Twin-tank feature 
enables unit to run continuously as no shut-down is 
needed for cleaning out collected sludge. 
Description—Units are available to handle from 1,500 to 
30,000 c.f.m. of air. Collector units are obtainable in a 
variety of sizes so that they can be installed overhead 
where headroom permits or over machines or on floor. 


CLAUDE B. SCHNEIBLE C0O., Dept. FEP, 3951 Lawrence 
Ave., Chicago, Ill. 


When inquiring specify FEP376 ... 


Barrel & Drum Truck 


85 Lb. Truck Handles Loads Up to 1000 Lbs. 





see information request blank, pgs. 12-13 





Features — Light- 
weight truck, weighs 
85 Ibs. Truck is 
narrover than 
standard drum and 
can be used for tak- 
ing drums from a 
row or from other 
tight spots. No rock- 
ing or tugging is 
necessary in load- 
ing. Load is held 
securely and in 
complete control at 
all times. 
Description — 
Trucks are of all- 
welded steel con- 
struction, equipped 
with rubber tired 
wheels. When speci- 
fied, provision is 
made for trucks to handle thin, rimless barrels. Truck is 
equipped with hook which drops down over rim over 
barrel or drum when placing truck into position for tak- 
ing barrel. Longer hooks can be used for handling bilge 
barrels. Manufacturer makes ten day free trial offer. 


PALMER-SHILE CO., Dept. FEP, 7100 West Jefferson 
Ave., Detroit, Mich. 


When inquiring specify FEP37T7 .. . see information request blank, pgs. 12-13 
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oo user of this Link-Belt liquid screen 
—a Maryland tomato canner—formerly 
pumped waste to a nearby field, where 
it drained into a creek. Among other dis- 
advantages of this practice, frequent clean- 
ing of the stream was necessary. 

Now, they screen all waste - water 
through Link-Belt vibrating screens, and 
recover the solids which are hauled away 
by the farmers to be used as fertilizer. 
They have saved themselves a lot of 
trouble and expense and improved con- 
ditions greatly. 








@ Get the facts ... this folder illustrates and com- 
pletely describes construction and action of this 
screen. Ask for Folder FEP-1877. 


LINK-BELT COMPANY 
307 N. Michigan Ave., Chicago 


LIN K-BELT 
Vibrating 
Screens 


When inquiring specify FEP378 . . 





« see information request blank, pgs. 12-13 
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*Standard—no 
extra cost 


ha engineer in a food proc- 
essing plant will want a copy of 
the handy Armstrong Steam Trap 
Book that answers dozens of com- 


mon questions about piping hook- 
ups, heat transfer, and condensate 
drainage. Write to ARMSTRONG 
MACHINE WORKS, 881 Maple St., 
Three Rivers, Michigan. 


aE AL 
“yY Steam Traps 





When inquiring specify FEP379 . . . see information request blank, pgs, 12-13 
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FOOD EQUIPMENT PREVIEW 


Over 50,000 Non-Duplicated 
“Process” Circulation--- 


Over 25,000 
C.C.A. Circulation 
in these Chemical 

Process Lines 


@ Brewers, Distillers 
@ Cellulose 
@ Cement, Lime 
@ Ceramics 
@ Chemicals 
@ Drugs, Cosmetics 
@ Fertilizers 
@ Food Products 
@ Leather 
@ Metallurgical 
@ Paints, Varnishes 
@ Paper, Pulp 
@ Petroleum Refining 
@ Plastics 
@ Rubber 
@ Soap 
. . - and allied lines 





in ALL These 
Lines of Food 
Manufacturing 


@ Bakeries 
@ Bottlers 
@ Brewers, Distillers 
@ Canneries 
@ Cereals 
@ Condensed Milk 
@ Confectioners 
@ Dairies 
@ Flavoring Extracts 
@ Flour, Grist Mills 
@ Frozen Foods 
@ Ice Cream 
@ Ice Plants 
@ Meat Products 
@ Oils and Fats 
@ Sugar Refineries 
. . . and allied lines 


| Features — New de- 


30,000 Circulation 








| When inquiring specify FEP381 . . 
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Tri-Clad Polyphase 
Induction Motor 


| New Mechanical & Electrical Protective Features 


sign of motor in- 
cludes more complete 
protection than here- 
tofore available 
through the use of a 
cast-iron frame; ma- 
jor advance in the in- 
sulation of current 
carrying parts; im- 
proved bearing de- 
sign and lubricating 
arrangements. Motors 
also have cast-alumi- 
num rotor, pressure- 
relief system of greasing for ball-bearing motors, etc. 
Description—Mechanical protection includes use of cast- 
iron frame of the box type in place of the open conven- 
tional frame. End shields are designed to match frame 
and are enclosed above centerline. Frame and end shield 
arrangement minimizes contact of vital motor parts with 
foreign material such as lubricants, coolants, chips, tacks, 
etc. Lower motor temperature was secured through im- 
proved air deflectors and fan designs combined with 
double-end ventilation, which draws in air at both ends. 
Motor operates well within standard 40 C. temperature 
rise. 

New “Formex” magnet wire is used on all ratings of the 
motor. “Formex” is a tough, heat- and solvent-resisting 
magnet wire. Comparative aging tests of Formex wire 
with ordinary enameled wire show a superiority for 
Formex in ratio of 30 to 1. After motor coils have been 
wound with Formex wire, they are given a bonding and 
impregnating coat of a synthetic resin varnish. 19-month 
test of this varnish, when exposed to concentrated action 
of oil, showed no softening. 

Sleeve bearings of shorter diameter give proper propor- 
tion of length to diameter and shaft’ deflections inside 
bearing can be maintained at value less than thickness 
of oil film. Bearing is rigidly supported through 360 deg. 
and is locked in dust-tight and oil-tight enclosure by 
removable pin. 

GENERAL ELECTRIC CO., Dept. FEP, Schenectady, 
N. Y¥. 

When inquiring specify FEP380 . . . see information request blank, pgs. 12-13 
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Automatic Water Drain 
Prevents Water Getting Into Tool Being Used 





Uses — For use on air lines, on 
air compressing outfits or air 
receivers. 

Features — Being automatic, 
eliminates need for daily hand 
draining and provides positive 
protection against water getting 
into the tool being used, thereby 
preventing rusting and corroding 
while assuring a supply of air 
free from moisture. 


Description — The water drain 
is operated automatically by a 
slight fluctuation in the main 
line air pressure. A variation of 
as little as five pounds is suffi- 
cient for operation. Manual 
drain is provided for use in 
periods when main air line is not in use. Included in 
each of the four fitting assemblies available are all the 
copper tubing, hand valves, brackets and connections 
needed for installation. 


DeVILBISS CO., Dept. FEP, Toledo, Ohio. 





. see information request blank, pgs. 12-13 
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FOR A SMOOTH—FREE FLOWING— 
DEPENDABLE FEED OF 
BULK MATERIAL 


You can’t beat the combination of 


SYNTRON®G 


“PULSATING MAGNET” VIBRATOR 


on that stubborn hopper to keep its contents agitated—and— 
regulate its discharge by a 


“VIBRA-FLOW” FEEDER 


with its rheostat control of rate of flow 
Write for catalog showing large and small models of both. 


SYNTRON CO., 410 Lexington Ave. Homer City, Pa. 


see information request blank, pgs. 12-13 


FILTE 





When inquiring specify FEP382 ... 


STIRIVER 
PROVE 
Stepped- Uj, 


CLARITY 
Steps Uys 


SALES 








More and more manufacturers of food products have turned to 
Shriver Filters to get that brilliant clarity so important in 
producing attractiveness and quality. 

What’s more, many others are using Shriver Filters for de- 
colorizing liquids, for saving on raw materials and for recover- 
ing waste materials, at low cost. 

The versatility and adaptability of Shriver Filters will surprise 
you. 


Let Bulletin No. 110 tell you why. 


T. SHRIVER & COMPANY 
830 HAMILTON ST. - HARRISON, N. J 


The Merril! Co 


Western Representatives 


343 Sansome St, San Francisce 





When inquiring specify FEP383 . . . see information request blank, pgs. 12-13 
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Carton Sealer 


Operator Can Seal Four Cases Per Minute 


Uses—For seal- 
ing cases and 
cartons ranging 
in size from 2” 
to 20” high and 
up to 20” wide. 
Description — 
Unit is built of 
angle iron, re- 
inforced and 
electrically 
welded. Has 
few moving 
parts other than 
all-steel, grav- 
ity, dry-bearing rollers. Rotary gluing machine, con- 
sisting of a 2-quart capacity container for glue or other 
adhesive in which revolves a brass cylinder, completes 
the unit. Gluer has 1/30 H.P. worm gear attachment for 
110 volt, 60 cycle 3 phase electricity. Sealer is easily ad- 
justed to container size. Casters on unit permit use in 
variable locations. Complete unit is ten feet long, thirty- 
two inches wide and six feet high. 


FELTON & SON, INC., 525 East Second St., South Bos- 
ton, Mass. 
When inquiring specify FEP384 . . 





+ see information request blank, pgs. 12-13 
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| IMPROVED 
| ae hat) 
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Increase 
Conveyor 
Efficiency 








@ For more efficient operation of packaging 
and conveying machinery, for timing mechan- 
isms — a great variety of standard and special 
styles of improved Diamond Chains are avail- 
able with various attachments. . . . These Chains 
are Diamond in quality throughout and main- 
tain their accuracy and uniformity so important particularly 
where several are used in parallel or as part of a cycle of 
motions. . . . Recommendations by Diamond engineers 
may help solve your problem. Write us for our Conveyor 
Chain Bulletin No. 22. DIAMOND CHAIN & MFG. CO., 
416 Kentucky Ave., Indianapolis, Ind. 


DIAMOND 


CONVEYOR CHAINS 








When inquiring specify FEP386 . . . see information request blank, pgs. 12-13 


The AIR needs washing, too! 


Buflale Type “A"’ 
Air washer with side 
and distributing plate 
removed to show in- 
terior construction. 


Buffalo Air Washers are helping many a manufacturer to 
hold to the high standards of cleanliness expected of the 





food industry. Buffalo Air Washers represent au advanced 
design, providing a high degree of air cleaning efficiency at 
low first cost and minimum operating expense. Ruggedly 
built, easy to install. 


Write for Bulletin 3142-A 


Buffalo Forge Company 


151 Mortimer St. Buffalo, N. Y. 


enAnon BN ENGINEERING OFFICES IN PRINCIPAL CITIES 
an Blower & Forge Co., Ltd., Kitchener, Ont. 


Pa 
WASHERS 


When inquiring specify FEP386 . . 





- see information request blank, pgs. 12-13 





SAVE MAN POWER! 
Msg 8) ee gts 


You can handle grains and granular materials 
cheaper and better with DRACCO Pneumatic 
Conveyors and at the same time eliminate Dust 
Hazards. In many installations a DRACCO 
Pneumatic Conveyor and one man handle more 
efficiently materials that formerly required sev- 
eral men. The system is ALWAYS ready for 
INSTANT USE — no costly delays. DRACCO 
Pneumatic Conveyors reduce handling costs to 
the MINIMUM. It will pay to consult DRACCO 
Engineers. Why not write today? 


Write for Bulletin No. 526. 
DRACCO CORPORATION 


Successors to The Dust Recovering & Conveying Co. 


4035 East 116th Street, Cleveland, Ohio New York Office: 130 West 42nd Street 


|| PNEUMATIC CONVEYORS # DUST COLLECTORS ||] 


When inquiring specify FEP387 . . . see information request blank, pgs. 12-13 


When inquiring specify FEP388 . . . see information request blank, pgs. 12-13 








FOOD EQUIPMENT PREVIEW 


(Continued from first page) 


Guns...and butter too... 


the slip to us. The information will come to you prompty. 
And if you’d like to receive FOOD EQUIPMENT PRE- 
VIEW regularly, use the other half of this slip .. . fill in 
your name and send to us. There is no charge... no 
obligation .. . for either of these services. 


Kerala 


Publisher. 
$< Q—_—____ 


Explosion-Proof Switch 


Compact Unit Has Removable Cover Plate 
For Terminal Inspection 


Uses— Underwrit- 
ers’ approval for 
hazardous loca- 
tions, Class if, 
Groups C and D; 
and Class II, 
Group G. These 
listings are for at- 
mospheres con- 
taining vapors of 
ethyl ether, gaso- 
line, alcohol, ace- 
tone, lacquer sol- 
vents, etc., and for 
grain dusts. 
Features—Housing is very compact with mounting space 
kept to a minimum by omitting feet or lugs. Removable 
cover plate gives ready access to terminals. Within listed 
rating, life of over a million operations may be expected. 
All types of these switches have precision characteristics 
with maximum movement differential of .001”. 
Description—Actuation types now available are the roller 
arm with the axis of roller either parallel to or at right 
angles to the arm, and a bullet nose push rod type. 
Terminals accept No. 14 solid wire. Switch is mounted 
inside housing so that it may be easily removed for 





inspection or change. Housing is cast iron, 3%” x 24%” 
x 2”. Single pole, double throw contact arrangements 
now available. 

MICRO SWITCH CORP., Dept. FEP, Freeport, Ill. 


When inquiring specify FEP389 . . . see information request blank, pgs. 12-13 


Pass On To Name Checked 


When you have read this issue, remember 
your associates who would like to see it. 

President 

Vice President 

General Manager 

Chief Chemist 

Chief Engineer 

Research Director 

Works Manager 


Pass On To Name Checked 


February-March, 1941 


METAL PRODUCTS 
COMPANY, INC. 


414 Pine St., Philipsburg, Pa. 


When inquiring specify FEP390 ... 


HOW TO PATCH 


CONCRETE 


Slam it! Sock it! Smash it! You can’t 
harm a RUGGEDWEAR patch. Cellu- 
lose-Processing makes ,RUGGEDWEAR 
RESURFACER far tougher than ordinary 
concrete. Sticks tight at the joint — 
won’t crack out. RUGGEDWEAR’S 
smooth, resilient surface provides ex- 
cellent traction. A heavy blow causing 
indentation gradually irons out under 
traffic. Easily applied. Install RUG- 
GEDWEAR Saturday afternoon — run 
traffic over it Monday morning. Used 
over wood or concrete — over entire 
area, indoors or out. Only 10¢ to 14¢ 
per sq. ft. 


Write — Wire Collect — Telephone 
Rush Orders 


FLEXROCK COMPANY 


2342 Manning St., Phila, Pa. Phone LOCUST 2274 
When inquiring specify FEP391 ... 


see information request blank, pgs. 12-13 


Flexrock Company 
585 Boylston Street 
Boston, Massachusetts 
Kenmore 1218 


Flexrock Company 
140 W. 42nd Street 
New York, New York 
Medallion 3-4407 


Flexrock Company 
Highland Bidg. 
Pittsburgh, Pa. 
Highland 8060 


Flexrock Company 
Euclid 61st Bidg. 
Cleveland, Ohio 
Endicott 3650 


Flexrock Company 
549 Washington Blvd. 
Chicago, Illinois 
State 3844 


Flexrock Company 
6505 Second Blvd. 
Detroit, Michigan 
Madison 8175 


Flexrock Company 
564 Market Street 
San Francisco, Calif. 
Sutter 8556 


Flexrock Company 
212 S. Berendo St. 
Los Angeles, Calif. 
Federal 1451 


Flexrock Company 
3116 Weaver Avenue 
Baltimore, Md. 
Hamilton 4510 


Flexrock Company 
831 Temple Bar Bldg. 
Cincinnati, Ohio 
Parkway 2030 


Fiexrock Company 
Box 747 
Brookhaven, Ga. 
Cherokee 1627 


see information request blank, pgs. 12-13 





